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ABSTRACT: 


The  Massachusetts  Department  of  Environmental  Protection  commissioned  this  study  to: 

1)  determine  revised  factors  to  convert  MA31  test  results  to  equivalent  EM240  test  results, 

2)  evaluate  MA3 1  test  effectiveness  compared  to  IM240  to  determine  whether  EPA 
emission  reduction  commitments  are  being  met,  and  3)  if  necessary,  evaluate  selected 
program  enhancements  for  improving  test  effectiveness.  The  study  included  emission 
testing  612  vehicles  in  Arizona  using  combinations  of  MA31  and  EM240  drive  traces  and 
MASS 99  and  LM240  equipment,  and  evaluating  a  previously  tested  2%  sample  of 
Arizona  vehicles  for  determining  MA31  test  effectiveness.  Results  and  recommendations 
are  included.  The  study  concludes  that  DEP  should  examine  methods  of  increasing  NOx 
effectiveness. 
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1.0       SUMMARY 

Vehicles  (i.e.,  cars,  trucks,  and  buses)  contribute  nearly  half  of  the  emissions  that  cause 
ozone  pollution  (i.e.,  smog)  in  Massachusetts.    The  Enhanced  Emissions  and  Safety  Test 
(IM)  program  is  a  significant  component  of  Massachusetts'  State  Implementation  Plan 
(SIP)  to  control  ozone  pollution.  The  program  reduces  pollution  from  Massachusetts' 
vehicles  by  identifying  those  vehicles  with  seriously  malfunctioning  emissions  controls 
and  requiring  that  they  be  repaired.  The  program  is  designed  to  meet  this  objective  at  a 
reasonable  cost  and  with  a  high  degree  of  consumer  convenience. 

Modern  IM  programs  test  vehicles  by  using  a  dynamometer  (i.e.,  a  treadmill)  to  simulate 
actual  driving  conditions.  An  inspector  drives  the  vehicle  through  a  set  protocol  (or 
"drive  trace")  that  includes  a  range  of  speeds  and  accelerations  while  an  analyzer 
measures  the  amount  of  pollution  the  car  produces  per  mile.    The  test  identifies 
emissions  of  hydrocarbons  (HC)  and  oxides  of  nitrogen  (NOx),  which  combine  to  form 
ground-level  ozone  in  the  presence  of  sunlight,  and  of  carbon  monoxide  (CO).  The 
amount  of  each  pollutant  is  then  compared  to  a  standard  (called  a  "cutpoint")  to 
determine  whether  the  vehicle  passes  or  fails. 

The  cutpoints  are  set  so  that  the  test  fails  enough  of  the  dirtiest  vehicles  to  reduce 
Massachusetts'  ozone  pollution  that  is  attributable  to  motor  vehicles  to  levels  that  fulfill 
the  Commonwealth's  commitments  in  its  State  Implementation  Plan.  The  IM  program, 
together  with  programs  that  reduce  ozone  precursors  from  other  sources,  has  the  goal  of 
meeting  federal  clean  air  standards  for  ozone.  Specific  cutpoints  have  been  set  for  each 
type  of  vehicle  and  model  year,  for  each  of  the  three  pollutants  of  concern. 

The  U.S.  Environmental  Protection  Agency  (EPA)  has  developed  standards  for 
equipment,  drive  traces,  and  cutpoints  in  IM  programs  (referred  to  collectively  as 
"IM240"  after  its  240-second  drive  trace).  The  IM240  laboratory-grade  equipment  is 
expensive  and  is  therefore  only  cost  effective  in  centralized  IM  programs  with  a  few 
specialized  inspection  stations.  EPA  also  allows  states  to  establish  decentralized 
programs,  and  to  use  different  equipment  and  tests,  as  long  as  they  can  reliably  identify 
most  of  the  high-polluting  vehicles  that  would  be  identified  by  IM240. 

In  the  early  1990s  Massachusetts  made  plans  to  implement  EPA's  model  program: 
IM240  equipment  in  centralized  test-only  facilities.  After  similar  programs  were  halted  in 
other  states,  DEP  and  RMV  held  discussions  with  Massachusetts  stakeholders 
(inspectors,  repairers,  motorists  and  officials  from  1 1  state  agencies),  national  I&M 
testing  experts,  and  managers  of  I&M  programs  in  other  states.  Based  on  these 
discussions,  DEP  and  RMV  began  to  develop  a  decentralized  program. 


After  the  Massachusetts  Legislature  enacted  legislation  in  1997  that  authorized  a 
decentralized  program,  DEP  chose  a  shorter  3 1 -second  drive  trace  ("MA31")  that  reduces 
motorists'  time  waiting  in  line  and  limits  the  amount  of  noise  in  the  shops  (higher  speed 
traces  are  much  noisier).  Massachusetts  also  chose  less  expensive  test  equipment 
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("MASS99")  to  minimize  the  cost  of  the  test  for  motorists.  This  choice  made  program 
participation  affordable  for  over  1500  inspection  stations,  thereby  ensuring  that 
Massachusetts  motorists  would  have  many  convenient  locations  to  choose  from  for  their 
inspection.  By  comparison,  Massachusetts  would  only  have  been  able  to  afford  to  set  up 
approximately  60  stations  statewide  using  EPA's  model  program. 

EPA  approved  the  Massachusetts  IM  program  in  a  Federal  Register  Notice  published  on 
November  16,  2000.  Because  Massachusetts  does  not  use  EPA's  IM240  test,  EPA's 
approval  established  specific  interim  "test  effectiveness"  targets  for  the  Massachusetts 
test  in  its  approval.  These  targets  will  be  used  with  other  information  to  calculate  the 
level  of  pollution  reduction  for  which  the  Massachusetts  test  can  take  credit.  These  test 
effectiveness  targets  were  expressed  as  minimum  percentages  of  excess  emissions 
identified  by  the  MA3 1  test  as  compared  to  the  excess  emissions  identified  by  the  IM240 
test  (excess  emissions  are  the  emissions  reductions  from  repairs  of  vehicles  that  fail  the 
lest).  EPA's  test  effectiveness  targets  for  Massachusetts  were  established  as:  85%  for 
HC,  87%  for  CO,  and  85%  for  NOx.  EPA's  approval  acknowledges  that  the 
Massachusetts  program  is  adequate  to  meet  its  goals  for  reducing  pollution  from  the 
Commonwealth's  vehicle  fleet,  although  it  will  not  identify  all  the  excess  emissions  that 
would  be  identified  by  the  IM240  test. 

To  determine  whether  the  Massachusetts  program  is  meeting  these  test  effectiveness 
targets,  EPA  required  DEP  to  perform  a  study  evaluating  the  effectiveness  of  the 
Massachusetts  IM  test  and  equipment  relative  to  EPA's  "benchmark"  IM240  test  and 
equipment.  In  October  2000,  DEP  contracted  with  Sierra  Research  of  Sacramento, 
California  to  design  and  perform  the  evaluation  of  Massachusetts'  MA31  drive  trace  and 
MASS 99  emissions  test  equipment.  Sierra  subcontracted  with  Gordon-Darby,  Inc.  to 
perform  side-by-side  MA3 1  and  IM240  tests  on  a  sample  of  vehicles  using  both  the 
Massachusetts'  MASS 99  equipment  and  Gordon-Darby's  IM240  test  equipment. 
Gordon-Darby  operates  the  Phoenix,  Arizona  program,  which  uses  the  IM  240  equipment 
and  test,  and  is  considered  by  EPA  staff  to  be  the  best  representation  of  EPA's  "model" 
EVI240  program. 

Objectives.    The  study  had  three  objectives: 

1 .  Evaluate  the  conversion  factors  used  by  the  Massachusetts  program  to  express  test 
results  in  terms  that  are  comparable  to  DVI240,  and  recommend  improvements,  if 
needed,  so  that  Massachusetts  test  results  more  closely  approximate  results  that 
would  be  expected  from  the  EM240  test 

2.  Evaluate  the  effectiveness  of  the  MA31  drive  trace  and  equipment  relative  to  the 
IM240  drive  trace  and  equipment.  "Test  Effectiveness"  measures  how  well  a 
state's  I&M  test  equipment  and  drive  trace  identify  excess  emissions  from  a 
vehicle  fleet  compared  to  EPA's  benchmark  equipment  and  drive  trace,  IM240. 

3.  Evaluate  potential  program  changes  that  could  increase  the  MA31  test 
effectiveness,  if  needed. 
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Conversion  Factor  Results.    Sierra  and  Gordon-Darby  tested  612  vehicles  on  both  the 
MASS99  and  EM240  test  systems.  The  test  data  were  first  used  to  develop  new 
conversion  factors  that  express  Massachusetts  test  results  in  terms  that  more  accurately 
approximate  IM240  test  results  than  the  initial  conversion  factors  used  by  the  program 
when  it  began  in  1999.  The  program's  initial  conversion  factors  were  based  on  studies 
from  other  states,  which  were  the  best  data  available  at  the  time.  In  April  2001,  Sierra 
and  Gordon-Darby  provided  DEP  with  a  preliminary  analysis  of  341  tests,  which 
indicated  that  the  initial  conversion  factors  had  been  overestimating  vehicle  emissions 
compared  to  IM240,  and  were  therefore  failing  more  vehicles  than  was  necessary  to  meet 
the  Massachusetts  goal  for  ozone  reduction. 

Based  on  this  preliminary  analysis,  DEP  determined  that  the  conversion  factors  needed  to 
be  revised,  and  implemented  revised  conversion  factors  on  July  11,  2001 .  The  results  of 
this  change  were:  (1)  the  MA31  test  more  accurately  simulated  the  IM240  test  it  was 
designed  to  mimic,  and  (2)  emission  levels  and  failure  rates  from  the  MA3 1  test 
decreased  from  their  previous  levels.  The  contractors  continued  to  collect  data  through 
August  2001.  The  analysis  of  the  full  data  set  resulted  in  recommendations  for  additional 
modifications  of  the  conversion  factors. 

Test  Effectiveness  Evaluation  Results:  The  evaluation  of  the  effectiveness  of  the  MA31 
test  showed  that,  after  the  correction  of  the  conversion  factors  in  July  2001,  it  was 
exceeding  target  levels  for  HC  and  CO,  and  was  not  effective  enough  for  NOx: 

•  HC:  87%  compared  to  85%  target 

•  CO:  90%  compared  to  87%  target 

•  NOx:  69%  compared  to  85%  target. 

Subsequent  analyses  investigated  changes  that  could  be  made  to  the  MA31  test  to  make  it 
more  effective.  One  change  reduces  the  number  of  chances  to  pass  the  test  from  six  drive 
traces  in  the  initial  program  design  to  two  (initially,  if  a  vehicle  passed  the  test  in  any  one 
of  the  six,  then  it  passed;  this  opportunity  was  known  as  "Fast  Pass").  By  allowing 
vehicles  only  two  opportunities  to  pass,  DEP's  contractor  showed  that  the  test's 
effectiveness  would  be  increased  as  follows: 

•  HC :  9 1  %  compared  to  8 5 %  target 

•  CO:  93%  compared  to  87%  target 

•  NOx:  75%  compared  to  85%  target 

DEP  eliminated  "Fast  Pass"  from  the  Massachusetts  IM  program  on  March  14,  2003. This 
change  has  allowed  the  Massachusetts  test  to  exceed  its  targets  for  HC  and  CO,  and  to 
obtain  90%  of  the  target  for  NOx. 
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Next  Steps: 

Improving  Test  Effectiveness:  There  are  a  number  of  ways  in  which  the  MA  31  test  can 
be  changed  to  more  effectively  identify  excess  NOx  emissions.  These  include 
implementing  a  new  drive  trace  for  all  vehicles  to  be  tested  on  the  dynamometer  that  is 
more  similar  to  the  IM240  ("MA  147");  selectively  implementing  MA  147  solely  for 
vehicles  that  MA  3 1  does  not  identify  as  clearly  clean;  or  changing  the  pass/fail  outpoints 
to  make  MA  3 1  a  stricter  test. 

Program  Evaluation:  This  report  describes  a  study  that  looked  at  the  performance  of  the 
MA3 1  drive  trace  and  equipment  under  controlled  conditions,  and  at  the  factors  used  to 
convert  emissions  results  into  terms  that  are  comparable  to  the  results  of  EPA's 
benchmark  EM240  test.  DEP  will  use  the  data  produced  by  this  study  as  well  as 
information  about  how  the  Massachusetts  program  has  worked  in  the  field,  to  perform  a 
broader  evaluation  of  the  program.  This  "phase  2"  evaluation  is  also  expected  to  result  in 
recommendations  for  ways  in  which  the  program  can  be  improved. 

DEP  will  be  discussing  options  for  program  modifications  with  EPA  and  other 
stakeholders.  DEP  is  reviewing  the  potential  effects  of  improvements  in  the  MA  31  test 
design,  including  the  expected  result  of  implementing  On  Board  Diagnostics  (OBD) 
testing  for  virtually  all  1 996  and  newer  vehicles,  to  determine  whether  these  program 
changes  will  result  in  Massachusetts  meeting  its  target  test  effectiveness  for  NOx.  In 
considering  any  program  changes,  DEP  will  seek  to  obtain  the  needed  pollution 
reductions  in  a  way  that  continues  to  balance  the  program's  three  goals:  ensure 
convenience  for  motorists  in  terms  of  location  and  price;  fits  well  with  the  private 
businesses  that  provide  inspection  and  repair  services;  and  achieves  Massachusetts 
pollution  reduction  goals. 
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2.0  INTRODUCTION 

2.1  Background 

Motor  vehicles  are  a  predominant  source  of  air  pollution  in  Massachusetts.  Based  on  an 
inventory  of  emissions  for  1999,  Massachusetts'  Department  of  Environmental  Protection 
(DEP)  determined  that  on-road  vehicles  (i.e.  passenger  cars,  trucks,  and  buses)  account 
for  nearly  50%  of  the  ozone-creating  pollutants  hydrocarbon  (HC)  and  oxides  of  nitrogen 
(NOx),  and  60%  of  carbon  monoxide  (CO)  emissions  in  the  Commonwealth.  According 
to  EPA,  one  of  the  most  effective  ways  to  reduce  motor  vehicle  emissions  is  to 
implement  a  vehicle  inspection  and  maintenance  (IM)  program.  An  I&M  program 
requires  vehicles  to  receive  periodic  emissions  tests  and  that  vehicles  which  fail  the  test 
be  repaired  to  reduce  their  emissions. 

All  new  vehicle  models  sold  in  the  United  States  must  pass  an  EPA-approved  emissions 
test  called  the  Federal  Test  Procedure  (FTP).  Because  the  FTP  drive  cycle  is  lengthy 
(over  30  minutes)  and  the  equipment  is  prohibitively  expensive,  it  is  not  practical  to  use 
in  an  I&M  program.  EPA  recognized  this  and  recommended  that  I&M  programs  use  a 
shorter  240-second  test  called  the  EM240  that  is  a  subset  of  the  FTP  drive  cycle.  To  allow 
for  normal  in-use  degradation  of  the  vehicle's  emission  control  system,  EPA  established 
pass/fail  cutpoints  for  the  IM240  test  that  are  at  least  two  to  three  times  higher  (less 
stringent)  than  the  FTP  standards  for  new  vehicles. 

To  assist  states  with  their  I&M  program  designs,  EPA  defined  a  "model"  enhanced  I&M 
program  which  includes  the  following  elements: 

•  centralized  network  of  test-only  facilities, 

•  laboratory-grade  IM240  emissions  test  equipment, 

•  EM240  drive  trace,  and 

•  EPA  IM240  "final"  or  "start-up"  cutpoints  for  determining  passing  and  failing 
vehicles. 

States  that  implement  the  IM240  test  as  designed  in  EPA's  model  IM240  program  are 
given  100%)  credit  for  their  I&M  program's  effectiveness  at  identifying  excess  HC,  CO, 
and  NOx  emissions  from  vehicles. 

Realizing  that  the  "model"  IM240  program  is  not  practical  or  even  necessary  for  all  states 
to  implement,  EPA  allows  states  flexibility  in  choosing  alternative  program  designs.  If 
states  choose  an  alternative  I&M  program,  however,  they  must  define  the  relative 
effectiveness  of  the  program  in  terms  of  percentage  of  excess  emissions  identified  when 
compared  to  the  model  IM240  program.  For  Massachusetts,  the  MA3 1  test  effectiveness 
is  measured  relative  to  the  model  EVI240  program  using  EPA  start-up  cutpoints  because 
that  is  what  the  MA3 1  test  was  designed  to  simulate. 

The  best  way  to  determine  the  effectiveness  of  an  alternative  I&M  program  is  to  perform 
a  study  that  directly  compares  the  test  traces  and  equipment  from  the  two  programs  with 
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side-by-side  tests.  In  many  instances,  states  need  to  implement  the  alternative  I&M 
program  before  this  study  can  be  performed.  In  these  cases,  EPA  has  granted  approval  of 
the  state's  I&M  program  with  an  agreed  upon  level  of  program  effectiveness  and  the 
contingency  that  a  study  would  be  performed  to  determine  the  actual  test  effectiveness. 

2.2       The  Massachusetts  Enhanced  Emissions  and  Safety  Test 

The  Massachusetts  Enhanced  Emissions  and  Safety  Test  (I&M  program)  began  in 
October  1999.  This  program  includes  the  following  major  elements: 

•  a  decentralized  network  of  independent  inspection  stations, 

•  repair-shop  grade  emissions  test  equipment, 

•  a  3 1  second  drive  trace  called  the  "MA3 1",  and 

•  EPA's  TM240  "start-up"  outpoints  for  determining  passing  and  failing  vehicles. 

Keating  Technologies  (now  Agbar  Technologies)  is  the  network  contractor 
Massachusetts  hired  to  operate  the  I&M  program.  The  decentralized  program  network 
consists  of  approximately  1,500  stations  spread  throughout  the  Commonwealth.  Agbar 
subcontracted  with  Environmental  Systems  Products,  Inc  (ESP)  and  the  SPX  Corporation 
(SPX)  to  provide  the  emissions  test  equipment  (referred  to  as  MASS99)  and  equipment 
repair  services  to  the  stations.  The  MA31  drive  trace  is  the  same  as  the  "BAR31"  drive 
trace  that  was  developed  by  California's  Bureau  of  Automotive  Repair  (BAR)  and  is 
currently  used  in  the  Oregon  and  Rhode  Island  I&M  programs.  Finally,  DEP  chose  to 
use  EPA's  EM240  "start-up"  outpoints  (instead  of  the  more  stringent  "final"  outpoints) 
because  these  were  sufficient  to  meet  the  Commonwealth's  emission  reduction  goals. 

In  the  Massachusetts  I&M  program,  the  MASS99  equipment  calculates  emissions  from 
the  MA3 1  trace  and  converts  them  to  equivalent  EM240  scores  using  a  separate 
conversion  factor  for  each  of  the  three  pollutants,  HC,  CO,  and  NOx.  These  conversion 
factors  are  designed  to  account  for  the  differences  between  the  MA3 1  and  IM240  trace 
and  the  differences  between  the  MASS99  equipment  and  the  EM240  equipment. 

At  the  beginning  of  Massachusetts'  I&M  program,  conversion  factors  of  1.5,  0.86,  and 
0.86  were  used  for  HC,  CO,  and,  NOx,  respectively.  These  conversion  factors  were 
derived  from  a  study  of  New  York's  NYTEST  I&M  program,  which  uses  the  IM240 
drive  trace  and  the  same  equipment  as  the  Massachusetts  I&M  program.  These 
conversion  factors  account  for  the  differences  between  the  MASS99  and  IM240 
equipment,  but  not  the  differences  between  the  MA31  and  IM240  drive  traces.  The 
differences  between  the  MA3 1  and  IM240  traces  were  accounted  for  by  using  B  AR3 1  to 
IM240  drive  trace  conversion  factors  developed  by  Oregon's  I&M  program.  However, 
instead  of  applying  these  conversion  factors  to  the  raw  MA3 1  test  scores  (like  the 
NYTEST  conversion  factors),  these  conversion  factors  were  applied  to  the  Massachusetts 
cutpoints  during  program  start-up.  As  the  outpoints  were  ratcheted  down  to  their  final 
values  (EPA  IM240  start-up  cutpoints)  in  April  2001,  it  became  necessary  to  establish 
new  MA31  to  EM240  conversion  factors  that  accounted  for  both  the  difference  in 
equipment  and  drive  trace. 
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Due  to  the  differences  between  Massachusetts'  MA31  test  and  MASS99  equipment  and 
EPA's  "model"  IM240  program,  EPA  set  the  MA31  test  effectiveness  at  85%,  87%,  and 
85%  for  HC,  CO,  and  NOx,  respectively,  when  compared  to  the  IM240  test  with  "start- 
up" cutpoints.  These  test  effectiveness  values  were  derived  in  part  from  New  York's 
study  of  their  NYTEST  program,  which  uses  the  same  test  equipment  as  Massachusetts. 
DEP  was  required  to  use  these  values  in  EPA's  MOBILE6  emission  factor  model  to 
determine  on-road  vehicle  emissions  for  Massachusetts'  State  Implementation  Plan  (SIP). 
As  part  of  the  SIP  submittal  to  EPA,  Massachusetts  committed  to  performing  an 
evaluation  of  its  test  trace  and  equipment  to  determine  the  actual  MA31  test  effectiveness 
compared  to  EPA's  "model"  IM240  program. 
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3.0       STUDY  DESIGN 

DEP  contracted  with  S.erra  Research  of  Sacramento,  Cahforma  (Sierra)  to  perform  the 
study.  Sierra  subcontracted  with  Gordon-Darby,  Inc  of  Louisville  KY  fr^      n  Z\ 
to  collect  TM240  and  MA31  test  data  on  up  to  L000  ££££££££*> 
types,  model  years,  and  emission  rates.  Gordon-Darby  operates  the  emfssions  tesune 
program  for  the  greater  Phoenix,  Arizona  area.  That  Arizona  I&M  pro-am  i  w  delv 
considered  to  best  represent  EPA's  "model"  I&M  program  consisting  oK^ 
testing,  1M240  dnve  trace,  and  IM240  laboratory  gradf  equipmem   ° 

As  shown  in  Table  1 ,  the  study  required  emissions  data  from  both  the  IM240  and  MA  1 1 

MAls^r  ^  bTUTd^  b°th  GOTdon-D-"y=  IM240  test  equipment  an"he 
MASS99  test  system.  Each  dnve  trace  was  run  on  each  type  of  eauinmen,  wLVk    i-  , 

^L^z:£ZZXe ta" dnven  on  MASS" test  •**--&'  - 

Table  1 

Study  Design  with  Designated  Test  Names 


Equipment 


Gordon-Darby  IM240 


MASS99 


Drive  Trace 


IM240 


IM240  test 


MA240  test 


MA31 

IM31  test 


MA31  test 


study.  Agbar  provided  a  LsS^^i^S^^  SSST  £K 
two  equipment  providers  m  the  Massachusetts  program,  for  the  study 

3.1        Vehicle  Selection 

I*M  prog^,.  wtal  .  w«lgh,«,  «,„  My  „„,  ntwo  J^^SJ^S1* 

«hey  had  completed  their  compliance  inspection.  Results  from  the  1^,47  testtere  used 
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to  sort  and  select  vehicles  for  the  study.  Vehicle  stratification  for  the  study  was 
established  by  vehicle  type,  model  year,  and  emissions  rates  for  HC,  CO,  and  NOx  based 
on  the  Evil  47  compliance  test.  This  gave  a  distributed  sample  of  vehicles  with  a  total  of 
81  categories  of  vehicles,  or  "bins,"  for  the  data  to  fall  into  as  shown  in  Table  2. 

Table  2 

Bins  for  Vehicle  Selection 


LDGV 

(17  per 
model 
year  bin, 
450  max) 


85-89 


90+ 


HC  (g/mi) 


Low 


<  1.28 


Mid 


>  1.28 
and 

<2.55 


High. 


>2.55 


CO  (g/mi) 


Low 


<30.4 


Mid 


>30.4 

and 
<60.8 


High 


I 


NOx  (g/mi) 


>60.8 


Low 


<2.55 


Mid 


>2.55 

and 
<5.09 


High_ 


>5.09 


LDGT1 

(13  per 
model 
year  bin, 
350  max) 

LDGT2 

(8  per 
model 
year  bin, 
200  max) 


81-84 


85-89 


<2.08 


90+ 


>2.08 
and 

<4.17 


>4.17       <50.4 


>50.4 

and 
<100.7 


>100.7 


81-84 


85-89 


<2.76 


90+ 


>2.76 
and 

<5.53 


>  5.53 


<53.6 


>53.6 

and 
<107.3 


>107.3 


<3.56 


>3.56 

and 
<  7.13 


<4.00 


>4.00 

and 
<7.99 


>7.i: 


>7.99 


LDGV  =  Light  Duty  Gasoluie  Vehicles  0  to  6,000  lbs.  Gross  Vehicle  Weight  Rating  (GVWR) 
LDGT1  -  Light  Duty  Gasoline  Trucks  0  to  6,000  lbs.  GVWR 
LDGT2  =  Light  Duty  Gasoline  Trucks  6,001  to  8,500  lbs.  GVWR 

The  model  year  bins  were  chosen  to  generally  group  vehicles  by  fueling  technology  type 
(carbureted  or  fuel  injected),  based  on  data  from  EPA's  MOBILE6  model.  The  three 
emissions  rate  categories  were  established  and  used  to  recruit  low,  medium,  and  high 
emitters  for  the  study  based  on  their  IM147  compliance  test  results.  The  initial  thresholds 
for  low,  medium  and  high  emitters  were  developed  based  on  an  analysis  of  Evil 47  test 
data  provided  by  Gordon-Darby  that  was  collected  in  October  2000  at  the  same 
inspection  station  used  in  the  study. 


3.2       Test  Equipment 

A  fully  compliant  IM240  test  system  at  the  Gordon-Darby  test  facility  was  used  to 
perform  the  IM240  testing  and  was  specially  programmed  to  run  the  MA31  test  cycles. 
The  IM240  test  system  is  comprised  of  an  AC  electric,  full-inertia  simulation,  dual  8.65" 
roll  chassis  dynamometer;  a  constant  volume  sampler  system;  and  analyzers  compliant 
with  the  EPA  IM240  requirements. 

The  Commonwealth  contracted  with  Agbar  to  place  one  production  MASS99  workstation 
at  Gordon-Darby's  facility.  The  MASS99  workstation  was  programmed  to  run  both  the 
MA31  and  MA240  tests.  Agbar  chose  to  use  a  MASS99  workstation  provided  by  SPX, 
one  of  Agbar' s  two  equipment  suppliers  for  the  Massachusetts  program.  Agbar  was 
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responsible  for  getting  the  analyzer  installed  and  operational,  working  with  Gordon- 
Darby  to  train  their  inspectors  on  the  operation  of  the  test  system  (including  methods  for 
removing  the  test  data  from  the  system),  and  maintenance  of  the  test  system  during  the 
study. 

All  equipment  during  the  study  was  operated  by  Gordon-Darby  staff  in  a  special  test  lane 
that  was  dedicated  to  the  study.  The  test  equipment  was  set  up  so  that  vehicles  were  first 
tested  on  the  IM240  equipment,  followed  by  the  MASS 99  system. 

3.3       Test  Protocol 

Each  test  vehicle  received  its  regular  compliance  test  (the  IM147)  as  required  in  the 
Arizona  I&M  program.  The  compliance  test  has  built-in  retest  algorithms  to  ensure  the 
vehicle  is  properly  preconditioned.  If  the  vehicle  fell  into  one  of  the  testing  bins 
described  previously,  the  motorist  was  offered  an  incentive  to  participate  in  the  study.  If 
the  motorist  agreed,  the  vehicle  was  directed  into  the  special  study  test  lane  and  placed  on 
the  IM240  dynamometer  and  connected  to  the  IM240  analytical  system. 

Figure  1  presents  the  original  drive  cycle  protocol  for  the  study.  In  the  study  test  lane, 
the  testing  began  with  an  LM240  test  cycle  to  ensure  the  vehicle  was  warmed  up. 
Although  the  vehicle  is  warmed  up  at  the  end  of  the  compliance  test,  there  was  a  chance 
the  vehicle  could  cool  slightly  between  the  end  of  the  compliance  test  and  the  start  of  the 
drive  cycle  for  the  study.  Next,  another  full-duration  IM240  test  cycle  was  conducted, 
followed  by  six  MA31  drive  cycles  (IM31).  The  vehicle  was  then  moved  to  the  MASS99 
test  system.  The  time  between  completing  the  testing  on  the  IM240  test  system  and 
beginning  testing  on  the  MASS99  system  was  kept  as  short  as  possible  to  ensure  that  the 
vehicle  remained  at  normal  operating  temperature.  On  the  MASS99  test  system,  six 
MA3 1  drive  cycles  were  conducted  followed  by  one  "MA240"  (IM240  drive  cycle  driven 
on  MASS99  test  equipment).  The  sequence  on  the  MASS99  equipment  was  then 
repeated,  six  MA31  drive  cycles  followed  by  one  MA240. 
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Figure  1 


Original  Drive  Cycle  Protocol 


3.4       Data  Collection 

For  each  test  vehicle,  specific  vehicle  identification  information  was  collected  as  well  as 
summary  emission  data  for  each  test  cycle  and  second-by-second  data  during  the  test. 
Table  3  shows  the  data  that  were  collected  for  each  test  vehicle  on  the  IM240  and 
MASS99  test  systems. 

Table  3 
Test  Data  Collected 


Vehicle  Data 

Emissions  Test  Data 

(collected  for  both  test  systems) 

|     IM240  Equipment 

MASS99  Equipment 

VIN 

Drive  cvcle  number 

Drive  cvcle  number 

License  plate 

HC  (grams  per  mile) 

HC  (grams  per  mile) 

Make 

CO  (grams  per  mile) 

CO  (grams  per  mile) 

Model 

C02  (grams  per  mile) 

C02  (grams  per  mile) 

Model  year 

NOx  (grams  per  mile) 

NOx  (grams  per  mile) 

Body  style 

Speed 

Speed 

Body  Type 

Dilution  ratio 

Dilution  ratio 

Transmission  type 

CVS  flow  rate 

Seconds  in  test 

Number  of  cylinders 

Seconds  m  test 

Dilute  flow  rate 

GVWR  (for  trucks) 

Dilute  temperature 

Odometer 

Dilute  pressure 

EPA  Sierra  Lookup  Table 
(ESLT)  ID  number 

Dilute  02  concentration 

Dynamometer  power  setting 

Raw  HC  concentration 

Test  date 

Raw  CO  concentration 

Test  time 

Raw  C02  concentration 

Inspector  ID 

Raw  NO  concentration 

Ambient  temperature 

Raw  02  concentration 

Relative  humidity 

Exhaust  volume 

Barometric  pressure 
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3.5        Quality  Assurance 

Gordon-Darby  was  responsible  for  the  quality  assurance  of  their  test  system  and  the  data 
it  collected.  They  were  also  responsible  for  collecting  and  archiving  data  generated  by 
the  MASS99  system. 

Agbar  (and  its  supplier,  SPX)  was  responsible  for  the  quality  assurance  of  the  MASS99 
unit  when  it  was  installed  in  the  test  lane.  Agbar/SPX  trained  Gordon-Darby  staff  on  the 
necessary  quality  assurance  procedures  for  the  equipment  (how  to  perform  calibrations, 
etc.),  which  Gordon-Darby  was  jointly  responsible  for  during  the  study.  Agbar  and  SPX 
were  responsible  for  maintaining  the  MASS99  unit  and  providing  technical  support  for 
operational  issues. 

When  the  MASS99  unit  was  initially  installed,  Sierra  was  on-site  for  one  week  to 
perform  an  audit  of  the  MASS99  system  (dynamometer  and  gas  analyzer)  to  ensure  it 
was  functioning  properly.  This  was  similar  to  Massachusetts'  overt  audit  procedure  for 
MASS99  analyzers,  but  only  included  those  items  used  in  the  correlation  study  (e.g.,  the 
gas  cap  tester  was  not  audited).  Calibration  information  for  the  Gordon-Darby  IM240 
test  system  was  reviewed  by  Sierra  to  ensure  that  it  was  in  good  operating  condition  and 
had  been  properly  calibrated.  All  applicable  drive  cycles  were  tested  to  ensure  they  were 
programmed  properly,  and  the  data  from  both  the  Gordon-Darby  system  and  the 
MASS99  system  were  checked  to  ensure  all  of  the  required  information  was  being 
properly  collected.  Sierra  assisted  in  resolving  any  problems  involved  in  getting  the  test 
systems  operational,  and  observed  some  of  the  initial  vehicle  selection,  recruitment,  and 
testing  to  make  sure  the  test  protocols  were  being  properly  followed. 

While  the  testing  progressed,  Sierra  received  test  data  from  the  program,  performed 
ongoing  data  quality  control  checks,  and  set  up  the  tools  necessary  to  analyze  the  test 
data.  The  actual  distribution  of  test  vehicles  was  evaluated  by  Sierra  against  the  target 
distribution  to  determine  if  the  established  sample  bins  were  being  properly  filled. 
Sierra  also  visited  the  Gordon-Darby  test  lane  several  times  during  the  data  collection 
phase  to  manually  collect  data,  recheck  the  performance  of  the  test  protocol,  and 
coordinate  changes  to  the  vehicle  selection  criteria  as  needed. 
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4.0  VEHICLE  TESTING  AND  DATA  COLLECTION 

The  following  sections  describe  vehicle  testing,  data  collection,  and  changes  to  the  study 
design  that  occurred  during  testing. 

4.1  Vehicle  Testing 

Testing  was  performed  from  December  12,  2000  to  August  18,  2001  in  the  Gordon- 
Darby  test  lane  in  Arizona.  Roughly  850  vehicles  were  tested  in  the  study. 

In  February  2001,  the  drive  cycle  for  the  study  was  modified  to  eliminate  repeating  the 
second  test  sequence  on  the  MASS99  equipment  (see  Figure  2).  These  additional  test 
cycles  were  eliminated  early  in  the  data  collection  phase  because  (1)  sufficient  data  had 
been  collected  to  allow  evaluation  of  test-to-test  variability,  (2)  the  extended  test  protocol 
was  causing  some  vehicle  engine  overheating  problems,  and  (3)  the  need  to  collect  the 
data  off  the  SPX  system  between  test  modes  was  extending  total  test  time  beyond  that 
acceptable  to  most  motorists.  Subsequent  analysis  of  the  full  dataset  utilized  the  first  six 
MA3 1  cycles  and  the  first  MA240  cycle,  since  these  data  were  collected  from  all  test 
vehicles  in  the  study. 

Figure  2 

Modified  Drive  Cycle  Protocol 


600  700  800 

Time  (seconds) 


During  the  testing  period,  Sierra  adjusted  limits  for  its  low,  medium,  and  high  emissions 
bins  due  to  difficulty  in  locating  and  recruiting  high  emitting  vehicles  for  the  study. 
Table  4  shows  the  emissions  limits  for  the  bins  at  the  end  of  the  study. 
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Table  4 

Final  Vehicle  Emissions  Bins 


Vehicle 
Type 

Model 
Years 

] 

HC  (g/mi] 

1                               1 

CO  (g/mr 

NOx  (g/mi 

) 

Low 

Mid 

High 

Low 

Mid 

H*b 

Low 

Mid 

High 

LDGV 

81-84 

<1.0 

>  1.0 

and 

<2.0 

>2.0 

<15 

>  15 
and 
<30 

>30 

<1.5 

>  1.5 

and 

<3.0 

>3.0 

85-89 

90+ 

LDGT1 

81-84 

<1.5 

>  1.5 

and 

<3.0 

>3.0 

<30 

>30 
and 
<60 

>60 

<2.5 

>2.5 

and 

<5.0 

>5.0 

85-89 

90+ 

81-84 

<2.0 

>2.0 

and 

<4.0 

>4.0 

<30 

>30 
and 
<60 

>60 

<2.5 

>2.5 

and 

<5.0 

>5.0 

LDGT2 

85-89 

90+ 

4.2        Data  Collection 

Data  from  the  study  were  collected  from  two  different  sets  of  equipment,  the  MASS99 
system  manufactured  by  SPX  and  the  Gordon  Darby  IM240  system.  Data  from  the 
MASS99  system  were  recorded  on  three  separate  files.  One  file  contained  summary  data 
for  the  inspection  such  as  the  1 7  digit  Vehicle  Identification  Number  (VIN)  vehicle 
information,  and  the  overall  test  results.  Another  file  contained  summary  results  from  the 
different  cycles  of  the  inspection.  Finally,  the  third  file  contained  second-by-second 
results  from  all  of  the  cycles.  Data  from  the  IM240  system  were  recorded  in  a  single  file. 


Due  to  periodic  problems  with  data  file  corruption  with  the  MASS99  system  and  errors 
entering  the  17  digit  VIN  into  the  two  systems,  the  number  of  valid  test  records  was 
reduced  to  612.  Tables  5,  6,  and  7  below  show  the  breakdown  of  the  612  tests  by  vehicle 
type,  model  year,  pollutant,  and  emission  rates,  based  on  emissions  from  the  AZ  IM147 
compliance  test  used  to  recruit  the  vehicles. 


Table  5 

Number  of  LDGVs  Tested  by  Model  Year,  and  Emissions  Rates 


Model 
Year 

81-84 

3 

HC  (g/mi; 

i 

CO  (g/mi: 

I 

NOx  (g/mi 

) 

Low 
(<  1.0) 

Mid 

High 
(>2.0) 

7 

Low 
(<15) 

Mid 

High 
(>30) 

Low 
(<  1.5) 

Mid 

High 
G>3.0) 

33 

5 

31 

11 

3 

20 

17 

8 

85-89 

73 

18 

14 

77 

15 

13 

54 

35 

16 

90+ 

156 

16 

4 

158 

12 

6 

124 

38 

14 

|  All 

262 

39 

25 

266 

38 

22 

198 

90 

- 

38 
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Table  6 

Number  of  LDGTls  Tested  by  Model  Year,  and  Emissions  Rates 


Model 
Year 

HC  (g/mi] 

*     r    { 

CO  (g/mf 

I            T~           NOx  (g/mi) 

Low 
(<1.5) 

Mid 

High        Low 
(>3.0)  1  (<30) 

Mid 

High    |    Low 
(>60)      (<2.5) 

Mid 

High 
(>5.0) 

81-84 

12 

6 

14 

6 

5 

15 

8 

2 

85-89 

63 

23 

12             81 

9 

8 

52 

36 

10 

90+ 

72 

9 

4              77 

0 

8       1      73 

10 

2 

All 

147 

38 

23       1      172 

15 

21       |      140 

54 

14 

Table  7 

Number  of  LDGT2s  Tested  by  Model  Year,  and  Emissions  Rates 
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5.0  CONVERSION  FACTOR  ANALYSES 

Conversion  factors  are  used  by  the  MASS99  system  to  automatically  convert  raw  MA31 
scores  to  equivalent  IM240  scores.  This  is  necessary  because  the  Massachusetts  program 
uses  pass/fail  cutpoints  established  by  EPA  based  on  the  IM240  test.  In  this  study, 
conversion  factors  were  developed  using  a  linear  regression  with  the  raw  MA3 1  score  as 
the  independent  variable  while  the  IM240  score  was  the  dependent  variable. 

The  format  of  the  linear  equation  used  in  the  MASS99  system  is: 

IM240  Equivalent  Score  =  Raw  MA3 1  Score  x  Conversion  Factor 

The  MASS99  system  compares  the  IM240  equivalent  scores  to  the  Massachusetts 
program  cutpoints  to  determine  if  the  venicle  passes  or  fails  the  MA31  test.  The  EM240 
equivalent  scores  are  the  pollutant  readings  that  appear  on  the  vehicle  inspection  report 
given  to  the  motorist. 

5.1  Analysis  of  Partial  AZ  study  Dataset 

Prior  to  completing  the  testing  in  Arizona,  DEP  and  Sierra  used  a  partial  dataset  of  341 
tests  to  calculate  interim  MA31  to  IM240  conversion  factors.  DEP  wanted  to  perform 
this  interim  analysis  to  determine  if  the  initial  conversion  factors  used  in  the 
Massachusetts  program  needed  to  be  changed. 

Since  the  emissions  reported  by  the  MASS99  system  during  the  study  were  adjusted  to 
IM240  equivalent  scores  using  the  initial  conversion  factors,  the  first  step  of  the  analysis 
was  to  convert  back  to  raw  MA31  scores  by  dividing  by  the  initial  conversion  factors  (see 
above  equation).  The  initial  conversion  factors  were  1.5,  0.86,  and  0.86  for  HC,  CO,  and 
NOx,  respectively. 

Since  the  main  purpose  of  the  conversion  factors  is  to  facilitate  accurate  pass/fail 
decisions  relative  to  the  IM240  cutpoints,  it  is  essential  that  the  regressions  generating  the 
conversion  factors  are  accurate  for  vehicles  performing  near  the  cutpoints.  As  a  result, 
some  vehicles  with  higher  emissions  were  removed  from  the  sample  to  prevent  them 
from  disproportionately  affecting  the  regression.  To  determine  a  reasonable  threshold  for 
removing  high  emission  vehicles,  a  number  of  scatter  plots  were  created.  These  plots 
ranged  from  including  the  entire  dataset  to  a  limited  subset  depending  on  emission 
cutpoints.  After  reviewing  the  plots,  raw  MA31  scores  greater  than  2.0  times  the  highest 
applicable  cutpoint  for  all  of  the  vehicles  were  removed  from  the  interim  regression 
analysis.  A  linear  regression  was  chosen  for  the  regression  analysis  because  the  MASS99 
software  is  designed  for  a  linear  conversion  of  emission  scores. 

Figures  3  through  5  show  regressions  for  vehicles  having  MA31  emissions  less  than  or 
equal  to  2.0  times  the  maximum  MA31  cutpoint  for  each  pollutant.  The  maximum 
MA31  cutpoints  are  3.2,  80,  and  7.0  grams  per  mile  (g/mi)  for  HC,  CO,  and  NOx, 
respectively.  Each  pollutant  was  considered  independently  for  this  analysis,  which  is 
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why  there  are  a  different  number  of  observations  for  each  regression.  For  example, 
vehicles  having  HC  emissions  greater  than  2.0  times  the  maximum  HC  cutpoint  could 
appear  on  the  CO  figure,  as  long  as  its  CO  emissions  were  less  than  or  equal  to  2.0  times 
the  maximum  CO  cutpoint. 

Figure  3 


Partial  Data  Set  IM240  vs.  MA31  Regressions 

Upper  Limit  for  MA31  HC  =  2.0x  Max  Standards 
328  Observations 


y  =  0.9847X  +  0.0474 
R2  =  0.6885 
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^* 
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For  each  pollutant,  the  regression  analysis  yielded  a  linear  equation  for  converting  raw 
MA3 1  scores  to  equivalent  EVI240  scores  in  the  form  of  y  =  mx  +  b,  where  y  is  the 
EM240  score,  x  is  the  raw  MA3 1  score,  m  represents  the  slope  or  conversion  factor,  and  b 
is  the  y-intercept.  The  correlation  coefficient  (R")  was  also  calculated,  which  expresses 
the  relative  strength  of  the  association  between  x  and  y.  An  R~  value  of  1.0  would  mean 
the  two  samples  are  perfectly  correlated;  i.e.,  all  data  points  would  lie  exactly  upon  the 
regression  line.  Both  the  equation  and  the  calculated  correlation  coefficients  are  shown 
on  the  charts. 
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Figure  4 
Partial  Data  Set  IM240  vs.  MA31  Regressions 

Upper  Limit:  C031  2. Ox  Max  Standards 

325  Observations  y  =  0.5712x  +  1.1274 

R2  =  0.6951 
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Figure  5 
Partial  Data  Set  IM240  vs.  MA31  Regressions 

Upper  Limit:  N031  2. Ox  Max  Standards 
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Table  8  compares  these  interim  conversion  factors  to  those  initially  used  by  the  program. 

Table  8 

Comparison  of  Initial  and  Interim  Conversion  Factors 


HC 

CO 

NOx 

Massachusetts  I&M  Program  Initial 

1.50 

0.86 

0.86 

Interim:  based  on  AZ  341  Sample  Dataset 

0.98 

0.57 

0.56 

Analysis  of  these  data  show  that  the  initial  conversion  factors  were  significantly  higher 
than  those  calculated  from  the  AZ  study  partial  dataset.  This  means  that,  based  on  the 
AZ  data,  the  conversion  factors  were  causing  the  MASS99  equipment  to  overestimate 
EM240  emissions.  At  the  beginning  of  Massachusetts'  I&M  program,  outpoints  were  set 
high  (less  stringent).  However,  by  the  time  the  final  cutpoints  (EPA  LM240  start  up 
outpoints)  were  implemented  in  April  2001,  the  initial  conversion  factors  were  causing 
the  transient  test  to  be  more  stringent  than  was  intended.  Following  this  analysis,  on  July 
11,  2001  the  conversion  factors  were  changed  to  the  interim  values  calculated  from  the 
AZ  341  sample  dataset.  There  were  two  outcomes  from  this  change:   1)  the  MASS99 
equipment  was  no  longer  overestimating  IM240  emissions  from  the  MA3 1  test,  and  2) 
the  reported  emission  scores  and  the  number  of  emissions  failures  were  reduced 
accordingly. 


5.2       Analysis  of  Full  AZ  Study  Dataset 

Upon  completion  of  the  testing  in  August  2001,  MA31  to  IM240  conversion  factors  were 
calculated  for  the  full  612  sample  dataset.  This  regression  analysis  is  the  same  as 
described  above  with  the  following  exceptions:  (1)  only  MA3 1  results  less  than  or  equal 
to  1.5  times  the  maximum  MA31  cutpoint  were  used  in  the  regressions  so  as  to  exclude 
more  datapoints  well  above  the  cutpoint  and  (2)  the  regression  equations  were  "forced" 
through  zero  (i.e.  y  =  mx),  eliminating  the  y-intercept  to  match  the  form  of  the  equation 
used  by  the  MASS99  software. 

Figures  6  through  8  show  regressions  for  the  three  pollutants  based  on  the  full  612- 
sample  dataset. 
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Figure  6 

IM240  vs.  MA31  HC  Regression  for  Full  AZ  Study  Dataset 

Upper  Limit  for  MA31  HC  =  1.5x  max.  Massachusetts  cutpoints 
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Figure  7 

IM240  vs.  MA31  CO  Regression  for  Full  AZ  Study  Dataset 

Upper  Limit  for  MA31  CO  =  1.5x  max.  Massachusetts  cutpoints 
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Figure  8 

IM240  vs.  MA31  NOx  Regression  for  Full  AZ  Study  Dataset 

Upper  Limit  for  MA31  NOx  =  1.5x  Max.  Massachusetts  outpoints 
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Table  9  compares  conversion  factors  developed  from  both  the  full  and  partial  datasets  to 
the  initial  factors  used  in  the  program. 

Table  9 

Comparison  of  All  Conversion  Factors 


HC 

CO 

NOx 

Massachusetts  I&M  Program  Initial 

1.50 

0.86 

0.86 

Interim,  implemented  July  2001 

(based  on  AZ  341  Sample  Dataset) 

0.98 

0.57 

0.56 

Final  (based  on  AZ  612  Sample  Dataset) 

0.87 

0.53 

0.60 

As  the  data  indicate,  the  conversion  factors  developed  from  the  612  sample  AZ  study 
dataset  were  fairly  close  to  the  interim  conversion  factors  implemented  in  July  2001,  with 
HC  and  CO  slightly  lower  and  NOx  slightly  higher.  Because  these  results  were  similar, 
DEP  did  not  want  to  implement  the  final  conversion  factors  until  the  program 
effectiveness  analyses  were  completed  and  checked. 
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f  0       METHODOLOGY  FOR  EVALUATING  TEST  EFFECTIVENESS 

For  these  and  subsequent  analyses  in  this  report,  test  effectiveness  was  evaluated  by 
Sierra  in  terms  of  failure  rates,  errors  of  commission  (EOC),  and  excess  emissions 
identified  by  the  MA31  transient  test.  These  three  parameters  are  commonly  used  to 
assess  the  relative  efficiency  of  alternative  I&M  tests.  These  analyses  were  first 
performed  on  the  full  612-sample  dataset  from  the  AZ  study  in  Section  6.1.  However, 
because  the  AZ  study  dataset  was  designed  to  be  biased  toward  higher  emitting  vehicles 
(to  benefit  the  conversion  factor  analysis),  it  was  necessary  to  perform  further  evaluation 
(Section  6.2)  to  make  these  results  relevant  to  the  Massachusetts  vehicle  fleet.  To  do  this, 
a  statistical  method  of  predicting  realistic  MA31  scores  from  IM240  scores  was 
developed  using  data  from  the  AZ  study  and  a  "Monte  Carlo"  simulation  as  presented  in 
Section  6.2.1.  This  statistical  method  was  then  used  in  Section  6.2.2  to  determine  the 
effectiveness  of  the  Massachusetts  MA31  test  using  a  dataset  of  IM240  tests  that  better 
represented  the  characteristics  of  the  Massachusetts  vehicle  fleet. 

The  analyses  in  this  section  all  assume  the  Massachusetts  test  sequence  consists  of  six 
MA3 1  test  traces  with  one  chance  to  pass  on  the  final  trace.  Also,  the  analyses  uses  the 
final  MA3 1  to  IM240  conversion  factors  calculated  from  the  full  AZ  study  dataset  in  the 
previous  section. 

6.1        Using  the  AZ  Study  Dataset 

6.1.1      Failure  Rates 

Failure  rates  for  the  full  612-vehicle  AZ  study  dataset  were  calculated  using  the  final 
conversion  factors  determined  in  the  previous  section.  To  perform  this  analysis,  IM240 
equivalent  scores  (final  MA3 1  scores)  were  first  divided  by  the  initial  conversion  factors 
used  by  the  MASS99  equipment  in  the  AZ  correlation  study.  The  resulting  raw  MA31 
scores  were  then  multiplied  by  the  final  conversion  factors  to  obtain  new  EM240 
equivalent  scores  from  the  MASS99  equipment.  These  scores  were  then  compared  to  the 
final  MA3 1  cutpoints  implemented  in  the  Massachusetts  program  to  determine  the  failure 
rate.  These  MA31  cutpoints  are  the  same  as  EPA's  IM240  start  up  cutpoints.  Appendix 
A  presents  the  different  cutpoints  relevant  to  these  and  subsequent  analyses. 

The  IM240  start  up  failure  rate  was  calculated  by  comparing  the  IM240  scores  generated 
by  the  Gordon-Darby  IM240  equipment  to  EPA's  IM240  start  up  cutpoints.  The  IM240 
final  failure  rate  was  calculated  by  comparing  the  same  DVI240  scores  from  the  study  to 
EPA's  IM240  final  cutpoints.  Table  10  presents  the  results  from  these  failure  rate 
analyses. 
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Table  10 

MA3 1  Failure  Rates 
AZ  Study  Dataset  -  612  Vehicles 


Vehicle 
Type 

Model 
Years 

Vehicle 
Count 

MA31  Failure  Rat 

tes 

IM240  Failure  Rates 

HC 

CO 

NOx 

Overall 

Start-Up 
Cutpoints 

Final 
Cutpoints 

LDGV 

- 
■ 

LDGT1 

81  -84 

45 

6.7  % 

4.4  % 

15.6  % 

22.2  % 

28.9  % 

62.2  % 

85-89 

105 

10.5  % 

11.4% 

17.1  % 

31.4% 

28.6  % 

57.1  % 

90  + 

176 

9.1  % 

6.3  % 

10.8  % 

21.6% 

15.3% 

29.6  % 

All 

326 

9.2  % 

7.7  % 

13.5  % 

24.8  % 

21.5% 

42.9  % 

81-84 

25 

8.0  % 

8.0  % 

0.0  % 

16.0% 

24.0  % 

52.0  % 

85-89 

98 

8.2  % 

3.1  % 

8.2  % 

18.4% 

21.4% 

51.0% 

90  + 

85 

3.5  % 

3.5  % 

9.4  % 

14.1  % 

18.8% 

23.5  % 

All 

208 

6.3  % 

3.8  % 

7.7  % 

16.3  % 

20.7  % 

39.9  % 

LDGT2 

81-84 

4 

0.0  % 

0.0  % 

0.0  % 

0.0  % 

0.0  % 

0.0  % 

85-89 

28 

7.1  % 

3.6  % 

7.1  % 

14.3  % 

14.3  % 

32.1  % 

90  + 

46 

17.4  % 

0.0  % 

13.0  % 

23.9  % 

21.7% 

30.4  % 

All 

78 

12.8  % 

1.3% 

10.3  % 

19.2  % 

18.0% 

29.5  % 

Total 

All 

612 

8.7  % 

5.6% 

11.1% 

21.2  % 

20.8  % 

40.2  % 

Note:  These  failure  rates  are  for  the  Arizona  study  dataset  only,  which  was  not  intended  to  represent  the  distribution  of  vehicles  in  the 
Massachusetts  fleet.  Also,  since  this  study  analyzed  only  the  drive  trace  and  equipment  under  controlled  circumstances,  these  figures 
were  not  designed  to.  nor  do  they,  reflect  the  program's  actual  failure  rates 

The  data  show  that  the  overall  MA3 1  failure  rate  is  approximately  the  same  as  the  IM240 
startup  failure  rate  and  substantially  lower  than  the  IM240  final  failure  rate.  Since  the 
MA31  test  is  designed  to  mimic  EM240  with  start  up  cutpoints,  the  focus  of  the 
comparison  should  be  on  those  two  sets  of  results. 

6. 1 .2     Errors  of  Commission 

Errors  of  commission  (EOC  -  also  referred  to  as  "false  failures")  occur  when  a  vehicle 
that  would  have  passed  a  reference  test,  in  this  case  the  IM240  test,  fails  an  alternative 
test,  in  this  instance,  the  MA31  test.  Measurement  of  EOC  is  primarily  a  tool  for 
estimating  the  relative  precision  and  efficiency  of  I&M  test  options  such  as  those 
considered  in  Section  9.  EOC  is  evaluated  to  ensure  that  a  particular  test  procedure  does 
not  result  in  an  excessive  number  of  vehicles  being  failed  that  would  not  fail  a  reference 
test  (i.e.,  the  DVI240  in  this  case).  Some  options  for  increasing  test  effectiveness  may  also 
increase  EOC,  however  others  can  increase  test  effectiveness  while  reducing  or 
maintaining  the  level  EOC.  Measuring  EOC  helps  indicate  which  changes  are  the  most 
efficient  changes. 

EPA  sets  no  standard  for  EOC  rates  because  their  primary  concern  is  ensuring  that  a 
sufficient  number  of  high  emitters  are  identified.  The  majority  of  EOC  occur  with 
vehicles  that  are  polluting  in  excess  of  their  original  certification  standards  and,  when 
repaired,  show  reduced  emissions  that  benefit  air  quality.  Sierra  considers  an  EOC  rate 
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of  5%  of  all  tested  vehicles  relative  to  EPA  IM240  final  outpoints  to  be  a  reasonable  and 
acceptable  EOC  level  when  compared  to  other  programs  around  the  country. 

Table  1 1  shows  the  MA3 1  EOC  rates  versus  EPA  IM240  with  startup  and  final  outpoints 
by  pollutant  as  well  as  the  overall  EOC  rate  for  the  612-vehicle  dataset.  The  EOC  rates 
are  calculated  as  a  percentage  of  the  total  tests  performed.  Note  that  the  overall  EOC  rate 
for  each  category  may  be  less  than  the  sum  of  the  individual  pollutant  failure  rates 
because  a  vehicle  may  fail  more  than  one  pollutant  during  the  test.  The  overall  EOC  rate 
for  this  dataset  relative  to  EPA  final  IM240  outpoints  is  2.6%,  which  is  within  the 
reasonable  and  acceptable  range  for  a  properly  functioning  I&M  program. 

Table  11 

MA  31  EOC  Rates 
AZ  Study  Dataset  -  612  Vehicles 


Vehicle 
Type 

Model 
Year 

Vehicle 
Count 

EOC  Rates  vs.  EPA  IM240 
Start-Up  Cntpoints 

EOC  Rates  vs.  EPA  IM240 
Final  Cutpoin ts 

HC 

CO 

NOx 

Overall 

HC 

CO 

NOx 

Overall 

| 

81-84 

45 

0.0 

0.0 

8.9 

8.9 

0.0 

0.0 

0.0 

0.0 

LDGV 

85-89 

105 

2.9 

1.9 

2.9 

6.7 

1.0 

0.0 

1.9 

2.9 

90+ 

176 

5.1 

3.4 

3.4 

9.7 

2.8 

1.1 

0.6 

4.0 

Total 

326 

3.7 

2.5 

4.0 

8.6 

1.8 

0.6 

0.9 

3.1 

LDGT1 

81-84 

25 

4.0 

0.0 

0.0 

4.0 

0.0 

0.0 

0.0 

0.0 

85-89 

98 

3.1 

1.0 

4.1 

8.2 

0.0 

0.0 

2.0 

2.0 

90+ 

85 

1.2 

0.0 

1.2 

2.4 

1.2 

0.0 

1.2 

2.4 

Total 

208 

2.4 

0.5 

2.4 

5.3 

0.5 

0.0 

1.4 

1.9 

LDGT2 

81-84 

4 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

85-89 

28 

3.6 

0.0 

0.0 

3.6 

3.6 

0.0 

0.0 

3.6 

90+ 

40 

4.3 

0.0 

2.2 

6.5 

0.0 

0.0 

2.2 

2.2 

Total 

78 

3.8 

0.0 

1.3 

5.1 

1.3 

0.0 

1.3 

2.6 

Grand  Total 

612 

3.3 

1.5 

3.1 

7.0 

1.3 

0.3 

1.1 

2.6 

Note:  These  EOC  rates 

Massachusetts  fleet. 

are  for  the  An 

zona  study  dataset  only,  which  was  not  intended  t 

o  represent 

the  distribution  of  vehicles  in  the 

EOC  occur  in  test  effectiveness  studies  for  3  reasons: 

1 .  vehicles  vary  in  the  emissions  they  produce  -  that  is,  vehicles  do  not  emit  at  a 
constant  rate  even  when  driven  in  exactly  the  same  manner; 

2.  there  are  subtle  differences  in  the  way  inspectors  drive  the  trace  on  each  test 
which  causes  the  vehicle's  emissions  to  vary  from  test-to-test;  and 

3.  there  are  differences  in  the  trace  and  the  test  equipment  between  the  two  systems 
being  compared  which  result  in  some  variation  between  the  tests  (e.g.,  the  2  traces 
work  the  vehicle  differently). 

Because  vehicles'  emissions  vary,  all  I&M  tests  have  some  level  of  EOC,  even  when  the 
same  test  is  compared  to  itself.  The  result  is  that  some  marginal  vehicles,  with  emissions 
that  fluctuate  near  the  cutpoints,  will  fail  the  test  when  they  would  have  passed  a 
reference  test.  Some  will  also  pass  when  they  would  have  failed  a  reference  test, 
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generating  a  false  pass  or  "error  of  omission").  The  majority  of  EOC  are  vehicles 
operating  close  to  the  cutpoints.  If  such  vehicles  were  run  through  a  number  of  tests 
using  the  same  procedure,  some  of  them  would  turn  out  to  emit  a  little  above  the 
standards,  on  average,  and  some  would  emit  a  little  below  the  standards,  on  average. 
Because  it  is  not  convenient  or  cost  effective  for  motorists  to  perform  an  extended 
number  of  tests,  all  I&M  programs  accept  some  level  of  imprecision  in  the  form  of  EOC 
in  order  to  balance  test  effectiveness  and  motorist  convenience. 

Due  to  this  normal  test-to-test  variation  in  vehicle  emissions  results,  cutpoints  are  set 
sufficiently  loose  so  that,  even  with  the  variation,  truly  clean  (i.e.,  properly  functioning 
vehicles)  are  unlikely  to  fail.  A  clean  vehicle  that  does  fail  would  be  considered  a  true 
"false  failure"  because  it  does  not  require  repair.  In  setting  the  cutpoints  loose  enough  to 
allow  for  variation,  I&M  programs  attempt  to  eliminate  the  false  failure  of  truly  clean 
vehicles.  This  means  that  I&M  programs  do  not  attempt  to  fail  every  vehicle  with 
malfunctioning  emissions  controls,  but  rather  aim  to  fail  only  the  dirtiest  of  the  broken 
vehicles.  This  margin  of  safety  inherently  results  in  the  test  passing  some  dirty  vehicles. 

This  margin  of  safety  means  that  typically  EPA  IM240  and  MA3 1  cutpoints  range  from 
3-8  times  a  vehicle's  Federal  Test  Procedure  (FTP)  standard.  For  example,  the  MA31 
NOx  cutpoint  for  1984-90  cars  is  set  at  approximately  3  times  the  FTP  standard,  which  is 
the  test  used  by  EPA  and  auto  manufacturers  to  certify  that  a  vehicle's  emissions  controls 
are  operating  properly  when  it  was  new.  In  other  words,  the  MA3 1  cutpoint  is  much  less 
stringent  than  the  FTP.  This  margin  is  set  to  ensure  that  the  I&M  test  fails  only  broken, 
highly  polluting  vehicles  despite  the  normal  test-to-test  variation  in  vehicle  emissions  and 
the  differences  in  test  and  equipment  types.  The  margin  also  allows  for  some  degradation 
of  emissions  control  performance  due  to  normal  wear. 


6.1.3     Excess  Emissions 

EPA  defines  excess  emissions  as  the  quantity  of  emissions  identified  by  the  IM240 
inspection  that  are  greater  than  the  LM240  cutpoint.  An  alternative  test  cycle,  like  the 
MA31,  gets  credit  for  identifying  excess  emissions  if  it  fails  the  vehicle  producing  the 
excess  emissions.  Consider  the  following  example: 

Table  12 

Example  Excess  Emission  Calculation 


HC  (g/mi) 

CO  (g/mi) 

NO  (g/mi) 

IM240  score 

0.8 

23 

2.7 

IM240  cutpoint 

1.2 

20 

2.5 

Excess  Emissions 

0.0 

3 

0.2 

If  the  MA31  test  cycle  failed  the  above  vehicle,  it  would  receive  credit  for  identifying  3 
grams  per  mile  (g/mi)  excess  CO  and  0.2  g/mi  NOx,  regardless  of  which  pollutants  the 
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vehicle  failed  in  the  MA31  test.  If  the  MA31  test  cycle  passed  the  above  vehicle,  this 
would  be  considered  an  error  of  omission  in  which  no  excess  emissions  are  identified. 
For  the  purpose  of  this  study,  excess  emissions  identified  by  the  MA31  test  were 
calculated  relative  to  the  IM240  test  with  start-up  cutpoints. 

In  granting  approval  of  Massachusetts'  I&M  program  SIP,  EPA  assigned  interim  MA31 
test  effectiveness  levels  of  85%,  87%,  and  85%  for  HC,  CO,  and  NOx,  respectively, 
when  compared  to  the  IM240  test  with  start-up  cutpoints.  These  SIP  credits  are  the  same 
as  those  established  by  EPA  for  New  York's  I&M  program  (NYTEST),  which  uses  the 
same  equipment  as  Massachusetts,  but  runs  the  IM240  drive  trace.  To  satisfy 
Massachusetts'  I&M  program  objectives,  the  MA31  test  should  meet  or  exceed  these  test 
effectiveness  levels  or  "SIP  target"  limits. 

Table  1 3  shows  the  excess  emissions  identified  for  the  AZ  study  dataset.  The  excess 
emissions  identified  in  g/mi  for  IM240  and  MA31  (shown  in  the  middle  two  sets  of 
columns)  are  the  sums  of  all  of  the  HC,  CO  and  NO  excess  emissions  from  the  vehicles 
failing  the  IM240  and  MA3 1  tests,  respectively.  The  right-hand  set  of  columns  expresses 
the  HC,  CO  and  NO  excess  emissions  identified  by  MA31  as  percentages  of  those 
identified  by  IM240,  thus  showing  the  estimated  "test  effectiveness"  of  the  MA31  test. 

Table  13 

Excess  Emissions  Identified  vs.  IM240  Start-Up  Cutpoints 
AZ  Study  Dataset  -  612  Vehicles 


Vehicle 
Type 

Model 
Year 

Vehicle 
Count 

Excess  Emission  ID'ed 
by  IM240  (g/mi) 

Excess  Emission  ID'ed 
byMA31  (g/mi) 

Excess 
ID'ed  1 

Emissions 
3yMA31(%) 

HC 

CO 

NO 

HC 

CO 

NO 

HC 

CO 

NO 

LDGV 

81-84 

45 

3.14 

12.07 

7.72 

1.77 

4.18 

6.43 

56 

35 

83 

85-89 

105 

22.18 

759.67 

19.08 

21.95 

750.2 

18.85 

99 

99 

99 

90+ 

176 

17.18 

462.41 

12.06 

16.70 

446. 1 1 

11.64 

97 

96 

97 

All 

326 

42.50 

1234.2 
272.80 

38.86 

40.43 

1200.5 

36.92 

95 

97 

95 

LDGT1 

81-84 

25 

4.03 

0.00 

3.20 

264.49 

0.00 

79 

97 

- 

85-89 

98 

8.52 

69.48 

8.33 

6.46 

35.75 

4.76 

76 

51 

57 

90+ 

85 

9.66 

168.47 

12.28 

5.27 

98.87 

10.58 

55 

59 

86 

All 

208 

22.21 

510.75 

20.62 

14.93 

399.11 

15.34 

67 

78 

74 

LDGT2 

81-84 

4 

0.00 

0.00 

0.00 

0.00 

0.00 

0.00 

- 

85-89 

28 

6.35 

84.88 

2.68 

5.11 

68.16 

2.68 

81 

80 

100 

90+ 

46 

12.85 

0.00 

10.88 

12.85 

0.00 

9.30 

100 

- 

85 

All 

78 

19.20 

84.88 

13.56 

17.96 

68.16 

11.97 

94 

80 

88 

Grand  Total 

612 

83.90 

1829.8 

73.04 

73.32 

1667.7 

64.24 

87 

91 

88 

Note:  Thes 
distribution 
account  for 
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This  analysis  is  included  here  to  demonstrate  how  test  effectiveness  is  calculated  from 
EM240  and  MA31  test  results.  However,  it  is  not  relevant  to  compare  these  total  test 
effectiveness  values  to  the  SIP  targets  for  the  Massachusetts  I&M  program.  The  reason 
for  this  is  that  selection  of  vehicles  for  AZ  study  dataset  was  optimized  for  the  conversion 
factor  analysis;  i.e.  to  aid  in  determining  the  most  appropriate  conversion  factors.    The 
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AZ  study  dataset  was  intended  to  contain  vehicles  over  the  entire  range  of  vehicle  types, 
vehicle  model  years,  and  vehicle  emission  rates  that  are  observed  in  the  Massachusetts 
program,  including  older,  dirtier  vehicles  with  high  emissions.  However,  this  causes  a 
larger  proportion  of  higher  emitting  vehicles  in  the  sample  to  have  a  larger  total  of  excess 
emissions  that  tend  to  be  more  easily  identified  by  the  test,  thus  overestimating  the 
potential  effectiveness  of  the  test.  In  other  words,  a  bias  in  this  dataset  towards  high 
emitters  would  likely  overestimate  the  potential  effectiveness  of  the  MA31  test.  The  next 
section  of  the  report  will  look  at  more  appropriate  methods  for  determining  the  potential 
effectiveness  of  the  MA31  test. 

6.2        Using  a  2%  random  sample  of  AZ  IM240  tests 

As  previously  mentioned,  the  AZ  study  dataset  was  purposely  biased  toward  older,  dirtier 
vehicles  and  was  therefore  not  directly  applicable  for  evaluating  the  effectiveness  of  the 
MA3 1  test.  To  determine  the  effectiveness  of  the  test,  results  from  the  AZ  study  dataset 
would  need  to  be  applied  to  the  specific  vehicle  population  in  the  Massachusetts  fleet. 
The  best  way  to  perform  this  analysis  would  be  to  take  a  cross  section  of  emission  results 
from  the  Massachusetts  vehicle  inspection  program,  predict  IM240  scores  for  these  data, 
and  calculate  excess  emissions  from  those  results.  However,  Sierra  had  concerns  about 
using  emission  results  from  the  Massachusetts  program  for  this  analysis  because  actual 
emission  levels  and  failure  rates,  when  using  the  correct  conversion  factors,  appeared  to 
be  lower  than  expected.  With  the  source  data  biased  towards  lower  emissions,  the 
analysis  would  likely  underestimate  the  potential  effectiveness  of  the  MA3 1  test. 

DEP  is  investigating  reasons  for  the  lower  than  expected  emission  scores  with  the 
Massachusetts  program  data.  Likely  reasons  for  this  are  quality  assurance/quality  control 
issues  such  as  in-use  MASS99  equipment  problems,  improper  test  delivery  by  inspectors, 
and  motorist  compliance,  which  are  outside  the  scope  of  this  study. 

The  best  alternative  available  for  determining  the  potential  effectiveness  of  the  MA31  test 
was  to  apply  the  AZ  study  results  to  an  existing  dataset  of  randomly  selected  vehicles 
properly  tested  in  a  more  controlled  environment.  This  would  eliminate  the  bias  of  the 
AZ  study  dataset  towards  older,  higher  emitting  vehicles. 

Sierra  recommended  using  a  dataset  from  Arizona's  I&M  program  evaluation  that 
contained  a  random  sampling  of  3,734  vehicles  subject  to  their  I&M  program  in  1999. 
This  sample  consists  of  approximately  2%  of  the  vehicles  in  the  Phoenix,  Arizona  I&M 
program  that  were  randomly  given  a  full  duration  EVI240  test.  Because  the  vehicles  were 
selected  randomly,  this  2%  sample  was  representative  of  the  Arizona  vehicle  population 
both  in  terms  of  vehicle  population  makeup  (e.g.  model  year  and  type)  and  vehicle 
condition  at  the  time  of  the  test. 

To  use  the  AZ  2%  dataset  to  determine  the  potential  test  effectiveness  of  the  MA31  test,  a 
method  was  developed  for  converting  the  IM240  scores  (collected  in  AZ  2%  random 
dataset)  to  MA3 1  scores  representative  of  those  that  were  collected  during  the  AZ  study. 
The  method  used  for  this  purpose  comprised  two  portions:  1)  using  the  AZ  study  dataset 
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of  612  vehicles  to  develop  regressions  to  convert  IM240  scores  from  the  AZ  2%  random 
sample  into  MA31  scores  and  2)  modeling  the  expected  variability  of  MA31  test  results 
using  a  "Monte  Carlo"  simulation. 

6.2.1      Methodology  for  Estimating  MA31  scores  from  IM240  and  Modeling  Variability 

Sierra  subcontracted  with  an  independent  statistical  consultant,  RW  Crawford,  to 
determine  the  best  method  for  converting  IM240  scores  to  MA31  scores  and  evaluate  the 
efficacy  of  using  a  Monte  Carlo  simulation  to  model  expected  variation  in  the  MA31 
results. 

A  Monte  Carlo  simulation  takes  regression  results  and  mimics  the  "random"  scatter  that 
appears  in  the  original  dataset  used  to  create  the  regression.  When  a  dataset  produces  a 
regression  equation,  the  equation  does  not  always  predict  the  actual  data  points  perfectly. 
The  difference  between  a  predicted  data  point  and  an  actual  data  point  is  called  a  residual. 
When  the  regression  is  done  properly,  the  magnitude  of  residual  values  should  be 
randomly  distributed  across  the  range  of  data  points.  Thus,  by  characterizing  the 
distribution  of  residuals,  this  distribution  can  be  applied  to  results  predicted  by  the 
regression  equation  to  simulate  the  scatter  present  in  the  original  data. 

It  is  important  to  include  the  residuals  when  predicting  emission  scores  to  better  reflect 
reality.  If  the  residuals  were  ignored,  predicted  scores  would  correlate  perfectly  with  the 
scores  used  to  make  the  prediction.  Further  analyses  based  upon  this  assumption  would 
make  the  MA31  test  appear  to  be  a  perfect  surrogate  for  the  EM240  test,  which  would 
neither  make  sense  nor  be  true. 

The  methodology  for  converting  IM240  scores  into  MA3 1  scores  and  modeling 
variability  using  a  Monte  Carlo  simulation  is  described  in  the  report  by  Crawford  in 
Appendix  B.  After  evaluating  several  alternatives,  Crawford  selected  log-log,  single 
dependent  variable  regressions  for  the  regression  equations  because  they  fit  the  data 
relatively  well  in  terms  of  the  overall  trends  in  the  data  and  the  characteristics  of  the 
residuals.  These  equations  are  more  complex  than  the  linear  equations  used  by  the 
MASS99  equipment  and  in  the  MA31  to  IM240  conversion  factor  analyses  presented  in 
Section  5.  Separate  regressions  were  performed  for  passenger  cars  (LDGV)  and  trucks 
(LDGT1  and  LDGT2)  for  each  of  the  three  pollutants.  Residuals  were  modeled 
separately  for  low,  middle,  and  high  ranges  of  emissions  as  described  in  the  Crawford 
report. 

Figure  9  shows  one  of  the  log-log  regression  results  along  with  predicted  scores  using  the 
Monte  Carlo  simulation  for  HC  emissions  from  LDGVs  in  the  612-vehicle  AZ  study 
dataset.  The  variable  "hc3 1  s6"  represents  the  measured  MA3 1  HC  score.  The  variable 
labeled  "hc31"  represents  the  predicted  MA31  HC  score,  including  the  residual.  Finally, 
the  variable  "he  pred  w/o  resid"  represents  the  predicted  score  without  the  residual  added. 
Appendix  C  contains  all  the  IM240  to  MA3 1  regression  plots  from  the  Monte  Carlo 
simulation  using  the  AZ  study  dataset. 
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For  the  analysis,  the  dataset  was  increased  by  a  factor  of  10  to  even  out  the  effects  of 
random  variation.  In  other  words,  10  predictions  were  made  for  each  original  test  result. 
For  this  reason,  there  are  significantly  fewer  actual  results  than  there  are  predicted 
results. 

Figure  9 

Predicted  vs.  Actual  Emissions 
612  Vehicle  AZ  Dataset  w/  Monte  Carlo  Simulation 

HC - LDGV 


s 


i!~^r 


IM240  Score 


x    In(hc31) 
o    In(hc31s6) 
—  In(hc  pred  w/o  resid) 


Sample  Expanded  10x 


As  can  be  seen  above,  the  cloud  of  predicted  points  (the  smallest  points)  seems 
reasonably  well  distributed  throughout  the  actual  points  (the  larger  points),  which,  in 
turn,  line  up  fairly  well  along  the  regression  line.  This  validates  the  accuracy  of  the 
regression  and  the  Monte  Carlo  simulation  results. 

Figure  1 0  details  the  same  information  after  conversion  back  to  a  non-log  scale. 
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Figure  10 

Predicted  vs.  Actual  Emissions 
612  Vehicle  AZ  Dataset  w/  Monte  Carlo  Simulation 
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After  developing  the  regressions  and  performing  the  Monte  Carlo  simulation,  it  was 
necessary  to  take  a  look  at  how  the  results  compared  to  those  from  the  original  AZ  study 
dataset,  in  terms  of  failure  rates,  EOC,  and  excess  emissions  identified  to  evaluate  the 
validity  of  the  method.  To  perform  this  analysis,  the  IM240  to  MA31  regressions 
developed  by  Crawford  were  used  to  convert  IM240  results  from  the  612-vehicle  AZ 
study  into  MA3 1  results.  The  Monte  Carlo  simulation  was  then  used  to  add  residuals  to 
those  MA3 1  results  to  simulate  the  variability  observed  in  the  original  dataset. 

Table  14  shows  the  MA31  failure  rates  generated  using  the  predicted  scores.  The  dataset 
has  been  expanded  by  a  factor  of  10  using  the  Monte  Carlo  simulation  to  model  sufficient 
random  variation. 

Using  the  simulation  to  predict  results,  the  overall  MA31  failure  rate  was  19.1% 
compared  to  21.2%  for  the  original  612-sample  dataset  (see  Table  8).  The  MA31  failure 
rate  using  the  simulation  is  still  very  fairly  close  to  the  20.8%  failure  rate  for  the  EM240 
test  with  start  up  cutpoints,  the  test  the  MA31  is  designed  to  mimic. 
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Table  14 

MA3 1  Failure  Rates 
Monte  Carlo  simulation  using  the  AZ  Study  Dataset  -  6,120  Samples 


Vehicle 
Type 

Model 
Years 

Vehicle 

MA31  Failure  Rates 

IM240  Failure  Rates 

Count 

HC 

CO 

NOx 

Overall 

Start-Up 
Cutpoints 

Final 
Cutpoints 

LDGV 

81-84 

450 

9.6  % 

7.1  % 

12.9% 

26.4  % 

28.9  % 

62.2  % 

85-89 

1,050 

12.4  % 

12.2  % 

11.3% 

27.7  % 

28.6  % 

58.1  % 

90  + 

1,760 

6.2  % 

6.8  % 

8.5  % 

17.0% 

15.3  % 

29.6  % 

All 

81-84 

3.260 

8.7  % 

8.6  % 

10.0% 

21.7% 

21.5% 

43.3  % 

LDGT1 

250 

5.6  % 

12.4  % 

1.6% 

18.8% 

24.0  % 

52.0  % 

85-89 

980 

6.8  % 

4.2  % 

5.3  % 

15.2% 

21.4% 

51.0% 

90  + 

850 

6.8  % 

5.5  % 

8.6  % 

16.5  % 

18.8% 

23.5  % 

All 

2,080 

6.7  % 

5.7  % 

6.2  % 

16.2% 

20.7  % 

39.9  % 

LDGT2 

81-84 

40 

0.0  % 

2.5  % 

0.0  % 

2.5  % 

0.0  % 

0.0  % 

85-89 

280 

7.5  % 

4.3  % 

6.4  % 

14.6  % 

14.3  % 

32.1  % 

90  + 

460 

10.0% 

0.2  % 

9.3  % 

17.6% 

21.7% 

30.4  % 

All 

780 

8.6  % 

1.8% 

7.8  % 

15.8% 

18.0% 

29.5  % 

Gran 

Note:  These  1 
represent  the  c 
under  controll 

d  Total 

6,120 
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Tables  15  shows  the  MA31  errors  of  commission  vs.  the  IM240  test  using  start-up  and 
final  cutpoints. 

Table  15 

MA31  EOC  Rates 
Monte  Carlo  simulation  using  the  AZ  Study  Dataset  -  6,120  Samples 


Vehicle 
Type 

Model 
Year 

Vehicle 
Count 

EOC  Rates  vs.  EPA  IM240 
Start-Up  Cutpoints 

EOC  Rates 
Final  < 

vs.  EPA  IM240 
Outpoints 

HC 

CO 

NOx 

Overall 

HC 

CO 

NOx 

Overall 

81-84 

450 

2.0 

4.0 

3.6 

9.3 

0.4 

1.1 

0.7 

2.2 

LDGV 

85-89 

1,050 

2.5 

2.7 

3.5 

8.4 

0.2 

0.4 

0.7 

1.2 

90+ 

1,760 

1.6 

2.6 

3.0 

6.6 

0.5 

1.3 

1.3 

2.8 

|_ 

Total 

3,260 

1.9 

2.8 

3.3 

7.6 

0.4 

1.0 

1.0 

2.2 

r 

81-84 

250 

4.0 

2.8 

1.6 

8.0 

2.0 

1.6 

0.4 

3.6 

LDGTl 

85-89 

980 

2.9 

1.3 

1.9 

5.6 

0.7 

0.1 

0.2 

1.0 

90+ 

850 

1.2 

0.5 

2.5 

4.1 

0.5 

0.1 

1.9 

2-5 

Total 

2,080 

2.3 

1.2 

2.1 

5.3 

0.8 

0.3 

0.9 

1.9 

LDGT2 

81-84 

40 

0.0 

2.5 

0.0 

2.5 

0.0 

2.5 

0.0 

2.5 

85-89 

280 

1.4 

0.4 

3.2 

5.0 

0.0 

0.0 

1.4 

1.4 

90+ 

460 

2.2 

0.2 

2.6 

5.0 

1.1 

0.2 

1.7 

3.0 

Total 

780 

1.8 

0.4 

2.7 

4.9 

0.6 
0.5 

0.3 

1.5 

2.4 

Grand  Total 

6,120 

2.0 

1.9 

2.8 

6.5 

0.7 

1.0 

2.1 

Note:  These  EOC  rates  are  for  the  Monte  Carlo  simulation  using  Arizona  study  dataset.  The  simui 
the  distribution  of  vehicles  in  the  Massachusetts  fleet. 
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As  Table  15  shows,  the  predicted  MA31  EOC  rates  were  6.5%  and  2.1%  when  compared 
to  the  EM240  test  with  start  up  and  final  cutpoints.  respectively.  This  matches  reasonably 
well  with  7.0%  and  2.6%  calculated  from  the  original  dataset  (see  Table  11). 

Finally,  Table  1 6  shows  the  predicted  excess  emission  identified  by  the  MA3 1  test 
compared  to  IM240  with  start-up  cutpoints. 

Table  16 

Excess  Emissions  Identified  vs.  IM240  Start-Up  Cutpoints 
Monte  Carlo  simulation  using  the  AZ  Study  Dataset  -  6,120  Samples 


[Vehicle 
Type 

Model 
Year 

Vehicle 
Count 

Excess  Emission  ID'ed     1  Excess  Emission  ID'ed 
by  IM240  (g/mi)               |  by  MA3 1  (g/mi) 

Excess  Emissions 
ID'ed  by  MA31  (%) 

|    HC 

CO 

NOx    |    HC 

CO 

NOx 

HC 

CO 

NOx 

r 

81-84 

450 

31.39 

120.7 

77.25        22.48 

96.56 

48.63 

72 

80 

63 

LDGV 

85-89 

1,050 

221.8 

7577 

190.8        203.2 

7046 

146.6 

92 

93 

77 

90+ 

1,760 

171.7 

4624 

120.6         169.3 

4466 

84.94 

99 

97 

70 

[_ 

All 

3,260 

425.0 

12340 

388.6    j    395.0 

11610 

280.2 

93 

94 

72 

j 

81-84 

250 

40.27 

2727 

0.00         33.69 

2311 

0.00 

84 

85 

- 

LDGT1 

85-89 

980 

85.20 

694.8 

83.35        42.67 

482.9 

46.16 

50 

69 

55 

90+ 

850 

96.93 

1685 

122.8        81.76 

1417 

98.52 

85 

84 

80 

All 

2,080 

222.1 

5107 

206.2 

158.1 

4211 

144.7 

71 

82 

70 

LDGT2 

81-84 

40 

0.00 

0.00 

0.00 

0.00 

0.00 

0.00 

- 

- 

- 

85-89 

280 

63.48 

848.8 

26.79 

57.73 

782.0 

15.03 

91 

92 

56 

90+ 

460 

114.5 

0.00 

93.84 

103.4 

0.00 

57.74 

90 

0 

62 

All 

780 

178.0 

848.8 

120.6 

161.1 

782.0 

72.77 

91 

92 

60 

Grand 

Total 

6,120 

825.0 

18298 

715.4 

714.3 

16603 

497.7 

87 

91 

70 

Note:  Thes 
intended  to 
and  therefoi 

L                 

e  excess  emissions  identi 
represent  the  distribution 
"e  do  not  account  for  the 

fied  rates  are  for  the  Monte  Carlo  simulation  using  Arizona  study  dataset.  The  simulation  was  not 
of  vehicles  in  the  Massachusetts  fleet.  The  excess  emissions  identified  are  in  "grams  per  mile" 
differences  in  mileaee  accumulation  rates  for  different  model  vears. 

Predicted  results  for  HC  and  CO  using  the  Monte  Carlo  simulation  matched  the  results 
obtained  using  the  original  dataset.  However,  the  predicted  overall  NOx  results  were 
noticeably  lower  than  the  original  dataset  (70%  vs.  88%).    This  occurred  because  a  small 
number  of  vehicles  in  the  AZ  study  dataset  had  large  quantities  of  excess  NOx  emissions 
that  showed  statistically  anomalous  results  when  considering  the  behavior  of  other 
vehicles  in  the  dataset.  The  Monte  Carlo  simulation  corrected  this  statistical  anomaly  and 
thus  lowered  the  excess  emission  identification  rate  for  NOx  to  a  rate  that  might  have 
been  expected  had  the  original  dataset  been  larger.  Overall,  the  Monte  Carlo  simulation 
methodology  for  converting  EM240  scores  from  MA3 1  scores  and  applying  expected 
variability  appears  to  be  valid  with  respect  to  failure  rates,  EOC  rates,  and  excess 
emissions  identified  when  tested  against  the  AZ  study  dataset  of  612  MA31  and  IM240 
matched  tests. 
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6.2.2     Monte  Carlo  Simulation  applied  to  the  AZ  2%  Sample  Dataset 

The  next  portion  of  the  analysis  consisted  of  applying  the  Monte  Carlo  simulation  to  the 
AZ  2%  random  sample  dataset  to  estimate  the  effectiveness  of  the  MA3 1  test.  As 
mentioned  previously,  this  dataset  contains  vehicles  that  were  randomly  selected  rather 
than  being  biased  toward  older,  high  emitting  vehicles  and,  therefore,  should  better 
represent  the  Massachusetts  fleet. 

To  perform  the  test  effectiveness  analyses  using  the  AZ  2%  sample  dataset,  the  Monte 
Carlo  simulation  was  used  to  predict  raw  MA3 1  scores  from  the  IM240  scores  in  the 
dataset.  Each  of  the  3,734  samples  in  the  dataset  was  used  to  predict  10  separate  raw 
MA31  scores,  creating  37,340  predicted  raw  MA31  scores.  The  MA31  to  IM240 
conversion  factors  developed  in  Section  5.2  were  then  used  to  calculate  equivalent  IM240 
scores  (i.e.  converted  MA31  scores)  from  the  raw  MA31  scores,  the  same  way  the 
MASS99  test  system  converts  emissions  scores  during  each  actual  test.  These  37,340 
MA3 1  samples  were  then  used  to  determine  failures  rates,  EOC  rates,  and  excess 
emissions  identified. 

Table  17  shows  the  predicted  MA31  failure  rates  from  the  Arizona  2%  random  sample 
data. 

Table  17 

MA3 1  Failure  Rates 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37.340  Samples 


Vehicle 

Model 
Years 

Vehicle 
Count 

MA31  Failure  Rates 

IM240  Failure  Rates 

HC 

CO 

NOx 

Overall 

Start-Up 

Final 

LDGV 

81-84 

2,000 

24.6  % 

18.8% 

19.7%        47.5% 

44.5  % 

81.5% 

85-89 

8,240 

13.2% 

12.3  % 

16.1%        32.4% 

27.8  % 

57.0  % 

90  + 

14,300 

6.5  % 

5.8  % 

7.8  % 

16.5% 

9.0  % 

20.9  % 

All 

24,540 

10.2% 

9.0  % 

11.5% 

24.4  % 

18.2% 

38.0  % 

LDGT1 

81-84 

640 

10.5  % 

19.5  % 

6.6  % 

30.5  % 

29.7  % 

65.5  % 

85-89 

2,880 

10.0% 

6.6  % 

1 1 .4  % 

24.1  % 

23.6  % 

53.5  % 

90  + 

5,960 

3.9  % 

1.3%          8.8% 

12.6% 

9.7  % 

19.1  % 

All 

9,480 

6.2  % 

4.1%          9.4% 

17.3% 

15.3% 

32.7  % 

LDGT2 

81-84 

500 

6.8  % 

15.8% 

8.4  % 

28.2  % 

26.0  % 

78.0  % 

85-89 

960 

11.6% 

9.3  % 

8.0  % 

24.4  % 

20.8  % 

54.2  % 

90  + 

1,860 

8.3  % 

2.6  % 

6.4  % 

14.6  % 

8.6  % 

18.3% 

All 

3,320 

9.0  % 

6.5  % 

7.2  % 

19.5%           14.8% 

37.7  % 

Grand  Total 

37,340 

9.1  % 

7.5  % 

10.6%        22.1%          17.1% 

36.6  % 

Note:  These  failure  rates  are  not  expected  to  match  those  for  the  current  Massachusetts  test.  They  are  based  on  one-ch 
the  MA31  test  and  do  not  include  any  vehicles  newer  than  model  year  2000.  Since  this  study  analyzed  only  the  drive  ti 
equipment  under  controlled  circumstances,  these  figures  were  not  designed  to,  nor  do  they,  reflect  the  program's  actual 

ance-to-pass 
ace  and 
failure  rates. 

Table  18  shows  the  predicted  MA31  EOC  rates  vs.  DV1240  start  up  and  final  outpoints. 
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Table  18 

MA31  EOC  Rates 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37,340  Samples 


Vehicle 
Type 

Model 
Year 

Vehicle 
Count 

EOC  Rates  vs.  EPA  IM240 
Start-Up  Cutpoints 

EOC  Rates  vs.  EPA  IM240 
Final  Cutpoints 

HC 

CO 

NOx 

Overall        HC 

CO 

NOx 

Overall 

LDGV 

81-84 

2,000 

4.6 

3.9 

5.6 

12.9 

0.1 

0.6 

0.2 

0.8 

85-89 

8,240 

3.6 

3.9 

5.2 

11.7 

0.4 

0.9 

1.1 

2.3 

90+ 

14,300 

3.3 

3.5 

4.1 

10.1 

1.6 

2.1 

2.1 

5.6 

Total 

24,540 

3.5 

3.7 

4.6 

10.8 

1.1 

1.6 

1.6 

4.1 

LDGT1 

81-84 

640 

1.7 

4.5 

3.9 

9.7 

0.2 

0.6 

0.3 

1.1 

85-89 

.  2,880 

3.3 

1.9 

3.9 

8.6 

0.8 

0.2 

0.7 

1.7 

90+ 

5,960 

2.3 

0.7 

4.0 

6.6             1.4 

0.2 

1.9 

3.5 

Total 

9,480 

2.5 

1.3 

4.0 

7.4 

1.1 

0.3 

1.5 

2.8 

81-84 

500 

3.2 

9.2 

3.2 

14.8      |     0.2 

2.2 

0.4 

2.8 

LDGT2 

85-89 

960 

5.9 

3.2 

3.4 

11.4 

1.8 

0.1 

0.8 

2.7 

90+ 

1,860 

4.7 

0.6 

3.9 

8.8 

3.1 

0.3 

2.6 

5.6 

Total 

3,320 

4.8 

2.7 

3.6 

10.5 

2.3 

0.5 

1.7 

4.4 

Grand  Total 

37.340 

3.4 

3.0 

4.4 

9.9             1.2 

1.2 

1.6 

3.8 

Note:  These  EOC  rates  are  not  expected  to  match  those  for  the  current  Massachusetts  test.  They  are  based  on  one-chance-to-pass  the 

MA31  test  and  do  not  include  anv  vehicles  newer  than  model  vear  2000. 

These  data  show  that  the  predicted  MA3 1  failure  rates  and  EOC  rates  for  the  AZ  2% 
random  dataset  are  somewhat  higher  than  the  AZ  study  dataset.  Since  the  AZ  2%  dataset 
was  not  designed  to  be  biased  toward  dirty  vehicles,  there  should  be  a  larger  portion  of 
vehicles  operating  near  the  cutpoint  and  therefore  more  likelihood  that  they  will  be 
falsely  failed. 

Table  19  shows  the  predicted  excess  emissions  identified  for  the  Arizona  2%  random 
sample.  The  excess  emission  are  reported  as  "grams"  instead  of  "grams  per  mile"  to 
reflect  mileage  accumulation  weightings  for  the  specified  model  year  ranges  and  vehicle 
types.  These  weightings  are  necessary  because  older  vehicles  (that  tend  to  provide  most 
of  the  excess  emissions)  are  not  driven  as  much  as  newer  vehicles.  These  mileage 
accumulation  weightings  were  developed  by  EPA  for  their  MOBILE6  emissions  factor 
model  and  are  presented  in  Appendix  D.  Excess  emissions  as  "grams"  are  calculated  by 
multiplying  the  excess  emissions  as  "grams  per  mile"  by  the  annual  mileage 
accumulation  rate  shown  in  Appendix  D. 
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Table  19 

Excess  Emissions  Identified  vs.  IM240  Start-Up  Cutpoints 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37.340  Samples 


Vehicle 
Type 

Model 
Year 

Vehicle 
Count 

Excess  Emission  ID'ed 
by  IM240  (grams  *  105) 

Excess  Emission  ID'ed 
by  MA31  (grams  *  105) 

Excess  Emissions 
ID'ed  by  MA31(%) 

HC 

CO 

NOx 

HC 

CO 

NOx    | 

HC        CO 

NOx 

LDGV 

81-84 

2,000 

722 

12,650 

404 

686 

11,930 

353 

95           94 

87 

85-89 

8,240 

1,470 

30,010 

1,380 

1,350 

27,710 

1,180 

92 

92 

86 

90+ 

14,300 

765 

10,980 

704 

726 

10,250 

551 

95 

93 

78 

All 

24,540 

2,957 

53,640 

2.488 

2,762 

49,890 

2,084    | 

94 

93 

84 

81-84 

640 

163 

3,601 

61 

139 

3,330 

36       I 

85           92 

59 

LDGT1 

85-89 

2,880 

727 

5,372 

753 

628 

5,090 

605 

86           95 

80 

90+ 

5,960 

298 

2,381 

790 

269 

2,369 

581 

90 

100 

73 

| 

All 

9,480 

1,188 

11,354 

1,604 

1,036 

10,789 

1,222 

87 

95 

76 

LDGT2 
Grand 

81-84 

500 

70 

1,052 

83 

37 

913 

46 

53 

87 

55 

85-89 

960 

140 

1,838 

189 

96 

1.565 

154 

68 

85 

81 

90+ 

1,860 

359 

3,179 

152 

343 

3,091 

107 

96 

97 

71 

All 

3,320 

569 

6,069 

424 

476 

5,569 

307      | 

84 

92 

72 

Total 

37,340 

4,714 

71,063 

4,516 

4,274 

66,248 

3,612    | 

91 

93 

80 

Note:  Thes 
one-chance 

MA31  test 

e  excess  emissions  identified  rates  are  not  expected  to  match  those  for  the  current  Massachusetts  test.  They  are  based  on 
-to-pass  the  MA31  test  and  do  not  include  any  vehicles  newer  than  model  year  2000.  The  Section  7.0  evaluates  the  current 
iesign 
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7.0       EVALUATION  OF  CURRENT  MA31  TEST  DESIGN 

The  previous  analyses  assumed  a  MA3 1  test  sequence  consisting  of  six  traces  with  only 
one  chance  to  pass.  This  approach  was  expected  to  yield  the  best  excess  emissions 
identification  performance  achievable  within  the  current  program  design.  However,  from 
May  2001  until  March  14,  2003,  the  MA31  test  sequence  was  "Fast  Pass"  where  the 
vehicle  would  "pass  out"  of  the  test  on  any  of  the  six  traces.  As  soon  as  a  vehicle  passed 
one  of  the  MA31  traces,  it  passed  the  test  and  the  inspection  was  completed.  A  single 
MA3 1  trace  was  used  to  pre-condition  the  vehicle  prior  to  the  test. 

"Fast  Pass"  was  introduced  into  the  Massachusetts  I&M  program  to  increase  motorist  and 
inspector  convenience  and  vehicle  throughput  by  requiring  less  driving  time  on  the 
dynamometer  for  cleaner  vehicles  to  pass  the  test.  Use  of  a  "Fast  Pass"  test  sequence  was 
justified  by  the  fact  that  most  vehicles  are  clean  and  therefore  should  not  be  required  to 
complete  a  longer  test  sequence  needed  to  identify  marginal  or  dirty  vehicles.  Many 
states  have  implemented  a  "Fast  Pass"  test  sequence  in  their  I&M  programs  for  this 
reason. 

Sierra  used  the  following  methodology  and  assumptions  for  the  analysis  of  the  current 
program: 

•  Interim  MA3 1  to  IM240  conversion  factors  developed  from  the  full  AZ  study 
dataset  regressions  are  in  use  (Section  5.1).  These  are  the  conversion  factors 
currently  being  used  in  the  Massachusetts  I&M  program. 

•  Vehicles  are  fully  warmed  up  prior  to  starting  first  MA3 1  trace. 

•  Vehicles  pass  the  MA31  test  by  passing  any  one  of  the  six  MA3 1  traces. 

•  Monte  Carlo  simulation  of  the  AZ%  2%  random  sample  dataset  to  generate 
MA31  scores  for  the  first  trace  that  are  representative  of  the  Massachusetts  fleet 
(as  described  in  the  previous  section). 

•  Subsequent  MA31  trace  scores  developed  based  upon  test-to-test  variability  as 
measured  between  MA31  traces  5  and  6  of  the  612-vehicle  AZ  study  dataset. 

Raw  MA31  scores  from  the  first  MA31  trace  were  predicted  from  the  AZ  2%  sample 
dataset  using  the  Monte  Carlo  simulation  technique.  Raw  MA31  scores  were  then 
converted  to  final  MA31  scores  (i.e.  equivalent  1M240  scores)  using  the  MA31  to  IM240 
conversion  factors.  Final  MA31  scores  were  then  compared  to  the  Massachusetts 
program  cutpoints.  Vehicles  that  passed  the  test  on  the  first  trace  were  set  aside. 
Vehicles  that  failed  the  first  trace  had  a  second  MA31  trace  analyzed.  The  second  MA31 
trace  scores  were  predicted  using  the  first  MA3 1  score  as  the  baseline,  and  applying 
random  variation  to  the  scores  based  on  the  variation  that  occurred  between  traces  5  and 
6  of  the  AZ  612-vehicle  dataset.    Vehicles  that  passed  the  second  MA31  trace  were  set 
aside.  Vehicles  that  failed  the  second  MA31  trace  had  a  third  MA3 1  trace  analyzed. 
This  process  was  continued  for  a  total  of  six  MA31  traces,  until  all  of  the  vehicles  in  the 
AZ  2%  sample  dataset  had  completed  the  complete  MA3 1  test  sequence.  The  failure 
rates,  EOC  rates,  and  excess  emissions  identified  were  then  calculated  based  on  these 
results. 
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Table  20  shows  the  excess  emissions  identified,  failure  rates,  and  EOC  rates  for  the 
MA3 1  "Fast  Pass"  test  sequence.    The  data  show  that  the  "Fast  Pass"  test  sequence 
meets  the  SIP  targets  for  HC  and  CO,  but  falls  well  short  for  NOx.  Based  on  these  data, 
changes  are  needed  to  the  Massachusetts  test  design  to  meet  the  NOx  SIP  target. 

Table  20 

MA31  Test  with  6  Chances  to  Pass  ("Fast  Pass")  and  Interim  Conversion  Factors 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37,340  Samples 


HC 

CO 

NOx 

Overall 

MA31  to  IM240  Conversion  Factors 

0.98 

0.57 

0.56 

- 

Excess  Emissions  Identified 

87  % 

90% 

69  % 

SIP  Targets 

85% 

87% 

85% 

- 

Failure  Rates* 

9.3  % 

6.6  % 

7.2  % 

18.0% 

EOC  Rates  vs.  IM240  Start-Up  Cutpoints 

3.4  % 

2.3  % 

2.5  % 

7.3  % 

EOC  Rates  vs.  IM240  Final  Cutpoints 

1.2% 

0.9  % 

0.8  % 

2.7  % 

*  Note:  Since  this  study  analyzed  only  the  drive  trace  and  equipment  under  controlled  circumstances,  these 
figures  were  not  designed  to.  nor  do  they,  reflect  the  program's  actual  failure  rates. 

Predicted  EOC  rates  from  the  AZ  2%  random  sample  are  7.3%  and  2.7%  compared  to 
IM240  start-up  and  final  cutpoints,  respectively.  These  are  well  within  the  generally 
accepted  range  for  I&M  programs.  As  noted  previously,  it  is  desirable  to  keep  the  overall 
EOC  rate  under  5%  relative  to  IM240  final  cutpoints.  It  is  acceptable  to  have  an  overall 
EOC  rate  somewhat  greater  than  5%  relative  to  IM240  start-up  cutpoints  since  these 
vehicles  are  likely  to  have  emission  control  malfunctions  that  can  be  repaired. 
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8.0  INVESTIGATION  OF  ALTERNATIVES  TO  IMPROVE  TEST 
EFFECTIVENESS 

In  considering  alternatives  to  improve  test  effectiveness,  over  a  dozen  options  were 
developed  and  analyzed.  The  following  sections  describe  and  evaluate  four  test  design 
changes  considered  most  feasible  to  improve  test  effectiveness  and  meet  SIP  targets. 

8.1  Increase  Effectiveness  of  the  MA31  Test 

The  first  logical  step  was  to  look  at  changes  to  the  existing  MA31  test  sequence  that 
would  increase  test  effectiveness  to  meet  SIP  targets.  Because  these  changes  are  within 
the  existing  structure  of  the  MA31  test  sequence,  they  would  be  the  quick  and  easy  to 
implement. 


8.1.1     Elimination  of  "Fast  Pass" 

This  analysis  studied  the  effect  of  switching  from  "Fast  Pass"  back  to  the  original  test 
sequence  that  allows  only  two  chances  to  pass. 

Massachusetts'  "Fast  Pass"  test  sequence  requires  an  initial  pre-conditioning  MA31  trace 
to  warm  up  the  vehicle  followed  by  up  to  6  chances  to  pass  the  MA3 1  trace.  As  soon  as 
the  vehicle  passes  a  trace,  the  test  is  completed  and  the  vehicle  passes  the  inspection. 
Figure  1 1  shows  that,  with  "Fast  Pass",  the  large  majority  of  vehicles  pass  the  test  after 
the  first  MA3 1  trace,  saving  time  for  the  motorist  and  inspector.  Vehicles  failing  the 
emissions  test  must  fail  all  six  MA3 1  traces. 

Figure  11 

MA3 1  Trace-by-Trace  Analysis 
For  "Fast  Pass"  -  Six  Chances  to  Pass 
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An  unintended  side  effect  of  the  "Fast  Pass"  test  sequence  is  that  some  dirtier  vehicles 
hovering  around  the  cutpoints  end  up  passing  the  test.  This  occurs  because  there  is 
inherent  trace-to-trace  variability  with  vehicle  emissions,  especially  for  higher  emitting 
vehicles.  By  giving  these  vehicles  six  chances  to  pass,  there  is  a  greater  chance  that  one 
of  the  traces  will  fall  below  the  cutpoints  and  pass  the  test. 

To  investigate  the  magnitude  of  this  effect,  "Fast  Pass"  was  shut  off  for  a  period  of  two 
weeks  in  February  2002.  The  test  sequence  replacing  "Fast  Pass"  during  this  period 
allowed  only  two  chances  to  pass.  This  sequence  required  the  vehicle  to  first  complete 
two  pre-conditioning  MA3 1  traces.  The  third  trace  was  then  used  as  the  first  official  test 
trace.  If  the  vehicle  failed,  it  was  required  to  complete  two  post-conditioning  traces  and 
was  given  a  second  chance  to  pass  the  inspection  on  the  sixth  and  final  trace.  Under  this 
scenario,  all  vehicles  completed  three  traces  and  the  dirtier  vehicles  completed  six  traces. 
This  was  the  same  test  sequence  that  was  used  before  "Fast  Pass"  was  implemented.  The 
advantage  of  a  two-chances-to-pass  sequence  over  one-chance-to-pass  is  that  clean 
vehicles  (i.e.  the  majority  of  the  fleet)  do  not  have  to  complete  all  six  traces  to  pass. 

Table  21  shows  a  breakdown  of  the  2,044  vehicles  that  failed  the  MA31  test  sequence 
during  the  two-week  period  when  "Fast  Pass"  was  turned  off.  The  data  show  that  1,744 
(86.2%)  of the  failing  vehicles  failed  all  six  MA31  traces  during  the  test.  These  are 
vehicles  that  would  have  failed  "Fast  Pass"  since  they  failed  all  six  chances  to  pass. 
However,  280  (13.8%)  of  the  failing  vehicles  failed  fewer  than  six  MA31  traces  (i.e. 
passed  at  least  one  of  the  traces)  and  therefore  would  have  passed  under  "Fast  Pass."  The 
breakdown  of  this  13.8%  shows  the  large  majority  failed  five  of  the  six  traces,  indicating 
most  of  the  280  vehicles  are  fairly  consistent  high  emitters.    Allowing  these  vehicles  to 
pass  the  test  has  a  notable  effect  on  the  transient  test  failure  rate  and  effectiveness  at 
identifying  excess  emissions.  The  failure  rate  increased  from  5.0%  to  6.7  %  during  the 
period  when  "Fast  Pass"  was  turned  off. 

Table  21 

Two-week  period  when  "Fast  Pass"  was  replaced  with  Two-Chances-To-Pass 

Breakdown  of  Failing  Vehicles 


Number  of 
Vehicles 

Percent  of  Total 
Failures 

Failed  all  six  traces 

1,744 

86.2% 

Failed  2  to  5  traces 

280 

13.8% 

Failed  5  of  6  traces 

184 

9.1% 

Failed  4  of  6  traces 

69 

3.4% 

Failed  3  of  6  traces 

24 

1.2% 

Failed  2  of  6  traces 

2 

0.1% 

To  determine  the  effect  that  eliminating  "Fast  Pass"  has  on  the  overall  test  effectiveness, 
it  was  necessary  to  again  use  the  Monte  Carlo  simulation  of  the  AZ  2%  dataset  to  predict 
MA31  results.  This  analysis  followed  the  same  procedure  used  to  predict  scores  for  six 
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chances  to  pass  (described  in  Section  7.0),  except  the  process  was  stopped  after  the  first 
two  traces,  since  the  replacement  test  sequence  allows  only  two  chances  to  pass. 

Table  22  presents  the  excess  emissions  identified,  failure  rate,  and  EOC  for  a  MA3 1  test 
sequence  that  allows  only  two  chances  to  pass.  The  data  show  that  this  scenario  increases 
the  excess  emissions  identified  for  all  three  pollutants  when  compared  to  "Fast  Pass,"  but 
it  still  doesn't  meet  the  SIP  target  for  NOx. 

Table  22 

MA3 1  Test  with  Two-Chances-to-Pass  and  Interim  Conversion  Factors 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37,340  Samples 


HC 

CO 

NOx 

Overall 

MA31  to  IM240  Conversion  Factors 

0.98 

0.57 

0.56 

- 

Excess  Emissions  Identified 

91  % 

93% 

75% 

- 

SIP  Targets 

85% 

87% 

85% 

- 

Failure  Rates  * 

10.3  % 

7.5  % 

8.5  % 

20.9  % 

EOC  Rates  vs.  IM240  Start-Up  Cutpoints 

4.0  % 

3.0  % 

3.2  % 

9.2  % 

EOC  Rates  vs.  IM240  Final  Cutpoints 

1.4% 

1.1  % 

1.1  % 

3.5  % 

*  Note:  Since  this  study  analyzed  only  the  drive  trace  and  equipment  under  controlled  circumstances,  these 
figures  were  not  designed  to,  nor  do  they,  reflect  the  program's  actual  failure  rates. 

The  two-chances-to-pass  sequence  using  interim  conversion  factors  increases  the 
predicted  failure  rate  from  17.5%  to  20.5%  when  compared  to  "Fast  Pass".  This  is 
consistent  with  the  results  observed  during  the  two-week  period  when  "Fast  Pass"  was 
turned  off.  The  predicted  EOC  rates  increase  slightly  when  compared  to  "Fast  Pass,"  but 
are  still  within  acceptable  limits. 

Table  23  present  the  two-chances-to-pass  sequence  using  final  conversion  factors  that 
were  developed  from  the  full  AZ  study  dataset  of  612  vehicles  tested  (section  5.2).  This 
analysis  is  presented  because  it  is  anticipated  that  final  conversion  factors  will  be 
implemented  following  the  release  of  this  report. 

Table  23 

MA3 1  Test  with  Two-Chances-to-Pass  and  Final  Conversion  Factors 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37,340  Samples 


HC 

CO 

NOx 

Overall 

MA31  to  IM240  Conversion  Factors 

0.87            0.53 

0.60 

- 

Excess  Emissions  Identified 

88% 

91  % 

78% 

- 

SIP  Targets 

85% 

87  % 

85% 

- 

Failure  Rates  * 

8.5  % 

6.8  % 

10.1  % 

20.5  % 

EOC  Rates  vs.  IM240  Start-Up  Cutpoints 

3.0  % 

2.5  % 

4.1  % 

8.9  % 

EOC  Rates  vs.  IM240  Final  Cutpoints 

1.0% 

1.0% 

1.5% 

3.3  % 

*  Note:  Since  this  study  analyzed  only  the  drive  trace  and  equipment  under  controlled  circumstances,  these 
figures  were  not  designed  to,  nor  do  they,  reflect  the  program's  actual  failure  rates 

Compared  to  the  interim  conversion  factors,  the  final  conversion  factors  for  HC  and  CO 
are  slightly  lower  and  slightly  higher  for  NOx.  This  affected  the  excess  emissions 
identified  in  the  same  manner.  With  the  final  conversion  factors,  the  excess  emissions 
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identified  for  HC  and  Co  dropped  slightly  but  still  meet  the  SEP  targets.    The  excess 
emissions  identified  for  NOx  increased  slightly  to  78%,  but  still  falls  short  of  the  85% 
target.  Therefore,  additional  program  changes  would  be  required  to  meet  the  NOx  SIP 
target. 

8.1 .2     Adjust  MA31  Outpoints  to  Meet  SIP  Targets 

Another  strategy  that  was  investigated  is  to  lower  the  MA3 1  cutpoints  to  meet  the  SEP 
targets  for  excess  emissions  identified.  Lowering  the  cutpoints  would  cause  more 
vehicles  to  fail  the  MA3 1  test  and,  thus,  increase  the  total  excess  emissions  identified. 

An  indirect  approach  was  taken  for  this  analysis.  Because  there  are  13  different  cutpoint 
categories  in  the  Massachusetts  program  based  on  the  vehicle  model  year  and  type,  this 
analysis  was  more  simply  performed  by  keeping  the  existing  cutpoints  and  raising  the 
conversion  factors  to  meet  the  SIP  targets.  Raising  the  conversion  factors  (and  thus 
emissions)  and  keeping  the  cutpoints  the  same  is  essentially  equivalent  to  lowering  the 
cutpoints  and  keeping  the  conversion  factors  the  same. 

In  addition  to  adjusting  the  conversion  factors,  this  analysis  assumes  only  one  chance  to 
pass  the  MA31  sequence,  which  is  the  most  stringent  form  of  the  test.  In  other  words,  all 
vehicles  would  have  to  drive  six  MA3 1  traces  to  complete  the  inspection.  The 
methodology  used  to  explore  alternative  conversion  factors  was  to  iteratively  run  the 
simulation  previously  developed  while  increasing  the  conversion  factors  until  the  SIP 
excess  emission  targets  were  reached. 

Table  24  presents  the  excess  emissions  identified,  failure  rate,  and  EOC  rates  for  this 
scenario.  To  meet  the  SIP  target  of  85%  excess  NOx  emissions  identified,  the  MA31  to 
EM240  conversion  factor  for  NOx  was  increased  from  0.60  to  0.69  for  this  analysis.  The 
conversion  factors  for  HC  and  NOx  were  not  adjusted  because  they  already  met  SEP 
targets  with  a  one-chance-to-pass  test  sequence. 

Table  24 

Test  Alternative:  Adjust  MA31  Cutpoints  to  Meet  SEP  Targets 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37,340  Samples 


HC 

CO 

NOx 

Overall 

MA31  to  EM240  Conversion  Factors 

0.87 

0.53 

0.69 

- 

Excess  Emissions  Identified 

91  % 

93% 

87% 

- 

SIP  Targets 

85% 

87% 

85% 

- 

Failure  Rates  * 

9.1  % 

7.5  % 

14.6% 

25.3  % 

EOC  Rates  vs.  IM240  Start-Up  Cutpoints 

3.4  % 

3.0  % 

6.9  % 

12.2  % 

EOC  Rates  vs.  IM240  Final  Cutpoints 

1.2% 

1.2% 

2.8  % 

4.9  % 

*  Note:  Since  this  study  analyzed  only  the  drive  trace  and  equipment  under  controlled  circumstances,  these 
figures  were  not  designed  to,  nor  do  they,  reflect  the  program's  actual  failure  rates  that  would  occur  if  this  test 
design  alternative  were  implemented. 

Adjusting  the  NOx  conversion  factor  had  a  noticeable  effect  on  the  NOx  failure  rate  and 
overall  failure  rate,  increasing  them  by  approximately  4  percentage  points  when 
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compared  to  the  MA31  one-chance-to-pass  analysis  performed  in  Section  6.2.2  (Table 
17).  Increasing  the  NOx  conversion  factor  also  had  a  significant  effect  on  the  NOx  and 
overall  EOC  rates.  The  NOx  EOC  rate  increased  to  more  than  double  the  EOC  rates  for 
HC  and  CO  and  increased  the  overall  EOC  rate  vs.  IM240  final  cutpoints  to  nearly  5%. 

The  main  advantage  of  lowering  the  NOx  cutpoint  to  meet  SIP  targets  is  that  it  can  be 
easily  implemented  without  changes  to  the  software,  equipment,  or  test  procedure. 
However,  several  disadvantages  are: 

•  this  increases  the  overall  EOC  rate  to  nearly  5%  (relative  to  EM240  final 
cutpoints)  which  is  not  considered  acceptable  for  an  I&M  program  and 

•  this  would  require  a  change  to  the  Massachusetts  I&M  program  regulation. 


8.2        Replace  the  MA31  test  with  MA147 

The  IM240  trace  is  more  effective  than  the  MA3 1  trace  at  identifying  excess  NOx 
emissions  because  it  exercises  the  vehicle  at  high  speed  and  load  similarly  to  what  occurs 
on  the  FTP.  The  IM147  trace  is  simply  the  last  147  seconds  of  the  IM240  trace  which 
represents  the  second  phase  or  high  speed  portion  of  the  test.  For  this  reason,  IM147 
results  can  be  directly  calculated  from  IM240  results.  The  advantages  of  the  Evil 47  trace 
over  the  IM240  trace  in  an  I&M  program  are  that  it  decreases  test  time  while  maintaining 
its  effectiveness  at  identifying  excess  emissions.  For  this  reason,  Arizona  has  switched 
from  the  EVI240  trace  to  IM147  for  all  of  its  regular  enhanced  vehicle  inspections. 

This  analysis  studied  the  effect  of  replacing  the  MA31  test  sequence  with  a  single  IM147 
trace  on  the  MASS99  equipment  (i.e.  MAI 47  test).  Figure  12  compares  the  MA31  traces 
to  the  IM147  trace. 

Figure  12 

Comparison  of  MA31  and  IM147  Tests 


MA31  Test  Sequence  of  6  Traces 

Maximum  speed  =  30  1  mph 


I 


0     12    24    36    48    60    72    84    96   108  120  132  144  156  168  180 
Seconds 


IM147  Test  Trace 

Maximum  speed  56 .7  mph 


0   10  20  30  40  50  60  70  60  90  100  110  120  130  140 
Seconds 


To  perform  this  analysis,  it  was  first  necessary  to  use  the  AZ  study  dataset  to  develop 
conversion  factors  between  the  IM147  trace  using  MASS99  equipment  (MA  147)  and  the 
IM240  trace  using  IM240  equipment.  For  the  conversion  factor  regressions,  a  threshold 


46 


MA3 1  Conversion  Factor  Analysis  and  Interim  Test  Effectiveness  Evaluation 


July  21,  2003 


was  set  to  include  only  data  points  that  were  less  than  or  equal  to  1.5  times  the  maximum 
IM240  outpoints.  As  with  the  earlier  conversion  factor  analyses,  the  rationale  for  setting 
this  limit  was  to  prevent  a  small  number  of  high  emission  results  from  skewing  the 
regression.  Appendix  E  contains  the  regressions  for  the  three  pollutants  and  resulting 
conversion  factors  and  correlation  coefficients. 

To  determine  the  failure  rate,  EOC  rate,  and  excess  emissions  identified,  the  same  general 
procedure  was  used  as  for  the  MA31  analyses  in  the  previous  section.  In  this  case, 
however,  it  was  necessary  to  create  a  separate  Monte  Carlo  simulation  to  predict  MA  147 
scores  from  EM240  scores.  The  log-log  plots  of  MAI  47  vs.  IM240  data  for  the  Monte 
Carlo  simulation  are  presented  in  Appendix  F. 

Once  this  was  done,  the  simulation  was  run  on  the  data  and  analyzed  the  same  way  as 
was  done  with  the  MA31  results. 

Table  25  presents  the  conversion  factors,  excess  emissions  identified,  failure  rates  and 
EOC  rates  for  the  MAI 47  trace.  The  data  show  this  scenario  comfortably  exceeds  SIP 
targets  for  all  three  pollutants.  It  achieves  this  level  of  test  effectiveness  with  lower 
failure  rates  and  EOC  rates  than  the  MA3 1  test. 


Table  25 

Test  Alternative:  Replacing  the  MA31  test  with  MA  147 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37,340  Samples 


HC 

CO 

NOx 

Overall 

MA147  to  IM240  Conversion  Factors 

1.67 

0.66 

0.80 

- 

Excess  Emissions  Identified 

92% 

93  % 

89% 

- 

SIP  Targets 

85% 

87% 

85% 

- 

Failure  Rates  * 

7.7  % 

5.7  % 

10.6% 

19.4% 

EOC  Rates  vs.  IM240  Start-Up  Cutpoints 

2.2  % 

1.5% 

3.3  % 

6.6  % 

EOC  Rates  vs.  EM240  Final  Cutpoints 

0.6  %         0.5  % 

0.8  % 

1.8% 

*  Note:  Since  this  study  analyzed  only  the  drive  trace  and  equipment  under  controlled  circumstances,  these 
figures  were  not  designed  to,  nor  do  they,  reflect  the  program's  actual  failure  rates  that  would  occur  if  this  test 
design  alternative  were  implemented. 

The  main  advantages  of  replacing  the  MA31  test  with  MAI  47  are  that  the  SEP  targets  can 
be  comfortably  met  with  lower  failure  rates  and  EOC  rates.  The  disadvantages  with  the 
MAI 47  test  are: 

•     Safety:  The  MAI 47  test  operates  at  almost  twice  the  speed  as  the  MA3 1  trace, 
requiring  the  vehicle  to  be  properly  restrained.  Although  tiedown  straps  are 
supplied  to  shops  in  the  Massachusetts  program,  they  are  recommended  but  not 
required  for  the  MA31  test.  Inspectors  will  have  to  be  retrained  to  always  use  tie- 
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down  straps  for  the  MAI 47  test.  This  issue  is  not  insurmountable  considering 
New  York  uses  an  IM240  test  in  its  network  of  decentralized  stations. 

•  Equipment  Durability:  The  high-speed  operation  of  the  MAI  47  trace  is  an 
additional  strain  on  the  dyne  and  VMAS  that  may  lead  to  more  frequent  repairs, 
increase  equipment  downtime  for  the  network,  and  decrease  equipment  life. 

•  Noise:  Due  to  the  high-speed  operation  of  the  MAI  47  trace,  considerably  more 
noise  is  generated  by  the  vehicle  and  dyne.  In  most  shop  environments,  OSHA's 
8-hour  exposure  limit  of  85  decibels  will  be  exceeded,  requiring  the  inspector  and 
other  shop  personnel  to  wear  hearing  protection  to  avoid  long-term  hearing  loss. 
Some  motorists,  if  they  are  allowed  to  observe  testing,  may  also  become 
concerned  about  their  vehicle  due  to  the  increase  in  noise  from  the  test. 

In  addition,  DEP  will  need  to  investigate  changes  to  the  dyne  calibration  procedure  to 
ensure  accurate  loading  at  the  higher  test  speeds  and  changes  to  VMAS  test  limits  to 
account  for  the  higher  exhaust  flows  and  temperatures  encountered  during  the 
MAI 47  test. 


8.3        Implement  MA31  with  MA147  Second  Chance  Test 

This  analysis  studied  the  effect  of  a  hybrid  solution  that  uses  the  MA31  test  in 
combination  with  the  MAI 47  test  to  more  efficiently  identify  polluting  vehicles.  With 
this  scenario,  the  MA31  test  is  used  as  a  clean  screen.  If  the  vehicle  passes  the  MA31 
test,  then  the  vehicle  passes  its  emissions  inspection.  If  the  vehicle  fails  the  MA31  test,  it 
is  given  a  second  chance  to  pass  the  emissions  inspection  using  the  MA  147  trace.  There 
are  several  advantages  to  this  testing  scenario.  The  MA31  test  can  quickly  pass  the  clean 
vehicles,  which  represents  the  majority  of  the  fleet.  The  second-chance  MA  147  test, 
which  is  better  at  identifying  excess  NOx  emissions  than  MA31,  is  reserved  only  for 
those  marginal  vehicles  that  did  not  pass  the  MA3 1  test.  This  scenario  uses  the  longer, 
more  effective  test  only  for  the  vehicles  that  need  it,  which  reduces  some  of  the  practical 
disadvantages  with  the  MAI 47  test  discussed  in  the  previous  section. 

For  this  analysis,  the  MA31  test  sequence  assumes  one-chance-to-pass  and  the  MAI 47 
test  operates  at  the  same  stringency  as  IM240  with  start-up  cutpoints.  The  stringency  of 
the  MA31  test,  however,  is  increased  to  cause  25%  of  the  vehicles  to  fail  the  MA31  test 
and  require  the  second-chance  MA  147  test.  In  other  words,  it  will  pass  the  cleanest  75% 
of  the  vehicles  with  the  MA31  test  only.  The  25%  overall  failure  rate  for  the  MA31  is 
achieved  by  adjusting  the  MA31  conversion  factors.  Since  all  vehicles  failing  the  MA31 
portion  of  the  test  are  then  evaluated  on  the  MAI  47  test,  no  EOC  occur  on  the  MA31 
portion  of  the  test.  The  MAI  47  to  IM240  conversion  factors  are  the  same  as  those 
developed  for  the  previous  analysis  (see  Section  8.2). 
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Table  26  presents  the  conversion  factors,  excess  emissions  identified,  failure  rates,  and 
EOC  rates  for  this  scenario. 

Table  26 

Test  Alternative:  MA31  Clean  Screen  with  MAI 47  Second  Chance  test 
Monte  Carlo  simulation  using  the  AZ  2%  Sample  Dataset  -  37.340  Samples 


HC 

CO 

NOx      |  Overall 

MA31  to  IM240  Conversion  Factors 

0.80 

0.38 

0.74 

MA147  to  IM240  Conversion  Factors 

1.67 

0.66 

0.80 

Excess  Emissions  Identified 

88% 

88% 

87  % 

- 

SIP  Targets 

85% 

87  % 

85% 

" 

Failure  Rates 

7.3  % 

5.1  % 

10.5%        18.4% 

EOC  Rates  vs.  IM240  Start-Up  Cu.piiints 

2.1  % 

1.3% 

3.3  %         6.3  % 

EOC  Rates  vs.  IM240  Final  Cntpoints 

0.6  % 

0.4  % 

0.8%         1.8% 

*  Note:  Since  this  study  analyzed  only  the  drive  trace  and  equipment  under  controlled  circumstances,  these 
figures  were  not  designed  to,  nor  do  they,  reflect  the  program's  actual  failure  rates  that  would  occur  if  this  test 
design  alternative  were  implemented. 

The  data  show  that  the  excess  emission  identified  for  all  pollutants  exceed  the  SIP 
targets.  The  main  advantage  of  this  scenario  is  that,  like  the  straight  MA  147  test,  SIP 
targets  are  met  with  lower  failure  rates  and  EOC  rates.  Also,  this  is  achieved  with  only 
25%  of  the  fleet  having  to  receive  the  MAI  47  test.  The  main  disadvantages  with  this 
scenario  are  the  same  as  for  the  straight  MA  147  test  discussed  in  the  previous  section, 
though  to  a  lesser  degree  since  the  MAI 47  test  would  only  be  administered  for  25%  of 
the  vehicles  tested.  In  addition,  this  option  would  require  software  changes  to  the 
analyzer  and  network  database  to  allow  for  two  sets  of  conversion  factors  (MA31  test  and 
IM147test). 
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9.0  CONCLUSIONS 

This  study  provided  data  necessary  to:  1)  develop  specific  software  conversion  factors 
between  the  MA31  test  and  the  IM240  test,  2)  perform  an  evaluation  of  the  current 
Massachusetts  MA3 1  test  to  determine  the  test  effectiveness  in  terms  of  ability  to  identify 
excess  emissions,  and  3)  investigate  alternatives  to  improve  the  effectiveness  of  the 
MA31  test. 

9.1  MA31  to  IM240  Conversion  Factors 

Based  on  an  analysis  of  a  partial  dataset  collected  before  testing  was  completed, 
"interim"  conversion  factors  were  developed  and  implemented  in  July  2001 .  These 
interim  conversion  factors  were  significcjitly  lower  than  the  initial  conversion  factors 
used  in  the  Massachusetts  program.  This  change  improved  the  accuracy  of  the  MA31 
test,  but  also  had  the  effect  of  lowering  emission  scores  and  the  failure  rate  for  the  MA3 1 
test.  The  final  analysis  of  the  full  AZ  study  dataset  (612  samples)  yielded  conversion 
factors  that  were  only  slightly  different  than  the  "interim"  factors.  The  final  conversion 
factors  are  scheduled  to  be  implemented  in  Summer  2003. 

9.2  Evaluation  of  Current  l&M  Test 

To  evaluate  the  effectiveness  of  the  MA3 1  test  in  the  Massachusetts  I&M  program,  it  was 
necessary  to  use  an  unbiased  random  sampling  of  emission  tests  (the  AZ  2%  sample 
dataset)  and  develop  a  methodology  to  to  predict  MA3 1  scores  from  IM240  scores.  A 
"Monte  Carlo"  simulation  was  used  to  predict  realistic  MA3 1  scores  from  this  dataset 
that  contained  the  same  variability  or  "scatter"  in  emission  results  that  was  observed  with 
the  612  vehicles  tested  in  the  study.  Results  from  this  analysis  showed  that  the  MA31 
test  with  "Fast  Pass"  did  not  meet  test  effectiveness  targets  defined  in  the  SIP  for  HC  and 
NOx. 

9.3  Investigation  of  Alternative  to  Improve  Test  Effectiveness 

Several  program  changes  were  explored  to  determine  the  optimal  method  for  meeting  the 
SEP  targets.  By  eliminating  "Fast  Pass"  and  changing  the  MA3 1  test  to  a  two-chances-to- 
pass  sequence,  the  excess  HC  emissions  identified  increased  so  that  it  met  the  SIP  target. 
However,  the  excess  NOx  emissions  identified  still  were  below  the  SIP  target.  As  an 
interim  program  improvement,  DEP  replaced  "Fast  Pass"  with  a  two-chances-to-pass 
sequence  for  the  MA31  test  on  March  14,  2003. 

The  report  investigated  three  additional  options  to  meet  the  SIP  target  for  NOx: 

1 .  lower  the  MA3 1  NOx  pass/fail  cutpoint  to  fail  more  vehicles, 

2.  replace  the  MA31  test  with  MA  147,  a  shortened  version  of  the  IM240,  and 

3.  use  the  MA31  test  as  a  clean  screen  and  the  MA147  as  a  second  chance  test. 
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Each  of  these  options  has  advantages  and  disadvantages  which  DEP  plans  to  explore 
during  2003. 
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10.0  STUDY  LIMITATIONS 

As  is  typical  with  many  studies,  there  were  limitations  with  the  data  collected  and 
methods  used  for  analyses  in  this  study  that  are  described  below. 

10.1  AZ  Study  Dataset 

The  study  was  designed  to  test  up  to  1,000  vehicles  covering  a  wide  range  of  vehicle 
types,  model  years,  and  emission  rates.  However,  due  to  unanticipated  repairs  needed 
with  the  MASS99  equipment,  difficulty  in  recruiting  high  emitting  vehicles,  and  a 
commitment  by  Gordon-Darby  to  use  the  test  lane  for  another  project  starting  in  August 
2001,  only  approximately  850  vehicles  were  tested  in  the  study.  Additional  problems 
with  random  occurrences  of  data  file  corruption  on  the  MASS99  system  and  technician 
errors  entering  the  1 7  digit  Vehicle  Identification  Numbers  (VINs)  consistently  for  both 
test  systems  reduced  the  total  number  of  valid  matched  tests  to  612.  This  dataset  of  612 
samples  did  not  have  an  equal  distribution  of  low,  medium,  and  high  emitting  vehicles 
due  to  the  difficulty  of  recruiting  high  emitting  vehicles. 

The  lower  proportion  of  high  emitters  in  the  dataset  than  planned  may  have  affected  the 
conversion  factor  analyses.  Ideally,  the  regressions  used  to  determine  the  conversion 
factors  would  have  an  equal  distribution  of  data  points  throughout  the  range  from  low  to 
high  emissions.  The  regression  equations  tend  to  be  less  accurate  where  there  are  fewer 
data  points. 

The  reduced  number  of  total  samples  in  the  dataset  and  the  lower  proportion  of  high 
emitters  also  likely  affected  the  test  effectiveness  analyses.  The  reduced  number  of  total 
samples  caused  several  of  the  vehicle  type  and  model  year  "bins"  to  have  too  few 
samples  to  make  meaningful  comparisons.  For  example,  the  model  1981  through  1984 
LDGT2s  only  had  4  vehicles,  none  of  which  were  high  emitters.  With  small  sample 
sizes,  a  single  test  with  conflicting  outcomes  (e.g.  fail  MA31  but  pass  DVI240)  can  have  a 
large  effect  on  the  failure  rates  and  excess  emissions  for  a  particular  "bin".  For  this 
reason,  the  analyses  focused  more  on  comparing  overall  values  for  the  entire  dataset 
instead  of  individual  "bins". 

10.2  Using  the  AZ  2%  random  dataset  to  determine  MA31  test  effectiveness 

The  most  direct  method  of  determining  the  effectiveness  of  the  MA31  test  in  the 
Massachusetts  I&M  program  would  be  to  perform  back-to-back  MA31  and  IM240  tests 
on  vehicles  from  the  Massachusetts  fleet.  However,  because  there  wasn't  an  existing 
DVI240  test  lane  available  in  Massachusetts  for  testing,  this  was  not  a  practical  option. 

One  alternative  was  to  use  the  AZ  study  dataset,  which  contains  back-to-back  MA31  and 
IM240  results  for  612  vehicles  from  the  Arizona  fleet,  for  the  analysis.  However,  since 
this  dataset  was  designed  to  contain  an  equal  distribution  of  low,  medium,  and  high 
emitting  vehicles  (for  the  conversion  factor  analysis),  it  was  not  appropriate  for 
determining  the  effectiveness  of  the  MA31  test.  In  a  typical  vehicle  fleet,  the  large 
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majority  of  vehicles  are  low  emitters  that  don't  require  repairs  and  generally  don't  fail  the 
emissions  test  (i.e.  they  don't  have  excess  emissions).  The  majority  of  excess  emissions 
come  from  a  small  number  of  higher  emitting  vehicles  whose  emissions  readings  and  test 
results  will  have  a  large  bearing  on  the  effectiveness  of  the  emissions  test.  Although  not 
as  many  high  emitting  vehicles  were  tested  as  anticipated,  the  AZ  study  dataset  was  not 
intended  to  represent  a  typical  vehicle  population  and,  therefore,  should  not  be  used 
directly  to  determine  the  test  effectiveness.  A  dataset  containing  a  larger  proportion  of 
high  emitters  would  likely  overestimate  the  potential  effectiveness  of  the  test. 

Another  alternative  was  to  take  a  cross-section  of  MA31  test  results  from  the 
Massachusetts  I&M  program  and  predict  EM240  scores  from  these  data  using  regressions 
developed  from  the  AZ  study  dataset  and  a  Monte  Carlo  simulation.  However,  Sierra  had 
concerns  about  using  MA3 1  results  fron  the  Massachusetts  program  because  actual 
emission  levels  and  failure  rates  appeared  to  be  lower  than  expected  for  the  program. 
With  these  data  biased  towards  lower  emissions,  the  analysis  would  likely  underestimate 
the  potential  effectiveness  of  the  MA31  test.  DEP  is  investigating  possible  sources  for 
the  lower  than  expected  emission  scores  with  the  Massachusetts  program  data.  Likely 
reasons  for  this  are  quality  assurance/quality  control  issues  such  as  in-use  MASS99 
equipment  problems,  improper  test  delivery  by  inspectors,  and  motorist  compliance 
(where  the  dirtier  vehicles  may  not  be  showing  up  for  inspection).  These  issues  are 
outside  the  scope  of  this  test  effectiveness  study  and  are  being  pursued  separately  by 
DEP. 

The  best  available  alternative  for  determining  the  MA3 1  test  effectiveness  for  the 
Massachusetts  fleet  was  to  use  an  existing  dataset  containing  a  random  sampling  of  3,744 
vehicles  from  Arizona's  own  I&M  program  evaluation  (the  AZ  2%  sample).  EM240  tests 
were  performed  for  these  vehicles  under  controlled  conditions  to  assure  proper 
calibration  and  performance  of  the  test  equipment  and  proper  test  procedure  by  the 
inspector.  Using  data  from  the  612-vehicle  AZ  study  dataset,  regressions  were  developed 
to  predict  MA31  scores  from  the  IM240  scores  in  the  AZ  2%  dataset.  A  Monte  Carlo 
simulation  was  then  used  to  adjust  these  predicted  scores  to  account  for  random 
variability  observed  between  MA31  and  IM240  scores  in  the  original  AZ  study  dataset. 

There  are  limitations  with  using  the  AZ  2%  sample  dataset  for  the  MA3 1  test 
effectiveness  analysis.  First  of  all,  the  Arizona  fleet  had  already  gone  through  multiple 
I&M  cycles  prior  to  their  evaluation  so  it  is  reasonable  to  expect  that  their  vehicles  were 
better  maintained  than  the  Massachusetts  fleet  at  this  point.  Secondly,  the  distribution  of 
vehicles  (model  years,  types,  etc.)  between  Arizona  and  Massachusetts  are  likely 
different.  Due  to  the  difference  in  climate,  the  Massachusetts  fleet  tends  to  contain  fewer 
older  vehicles  because  many  have  been  retired  due  to  excess  rust  and/or  poor  cold 
weather  performance.  Finally,  the  Arizona  2%  random  LM240  dataset  is  now  several 
years  old.  Consequently,  the  Massachusetts  fleet  may  have  a  larger  population  of  newer 
and  cleaner  technology  vehicles  than  were  represented  in  this  dataset.  The  exact 
influence  of  these  factors  on  the  emissions  results  is  difficult  to  predict  and  may  have 
effects  that  cancel  each  other  out.  Nonetheless,  this  dataset  provided  the  best  opportunity 
to  evaluate  potential  effectiveness  of  the  MA31  test. 
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11.0     FUTURE  WORK 

This  study  tested  612  vehicles  with  MA31  and  EM240  drive  traces  on  MASS99  and 
IM240  test  equipment.  These  data  were  used  to  determine  MA31  to  IM240  conversion 
factors  for  the  Massachusetts  program  and  the  potential  effectiveness  of  the  MA31  test. 
To  verify  the  accuracy  of  these  results  and  conclusions  and  examine  the  effects  of  known 
limitations  with  this  study,  the  following  additional  work  is  recommended: 

•     Options  to  Improve  Test  Effectiveness  -  This  report  presents  three  options  that 
could  be  implemented  to  increase  the  test  effectiveness  of  the  program.  Each  of 
these  options  has  potential  disadvantages  that  need  to  be  investigated  before 
choosing  and  implementing  the  best  one. 


• 


• 


Perform  I&M  Program  Evaluation  -  This  report  investigated  the  effectiveness  of 
the  MA3 1  test  by  testing  vehicles  in  a  controlled  environment.  In  addition  to  test 
effectiveness,  other  factors  influence  an  I&M  program's  overall  effectiveness, 
including  proper  calibration  and  test  procedures  by  station  personnel,  and 
enforcing  inspection  requirements  for  vehicles  not  receiving  timely  tests.  DEP 
plans  to  perform  an  evaluation  of  the  I&M  program  to  assess  its  overall 
effectiveness. 

Y-Intercept  for  MASS99  Conversion  Factor  Equation  -  The  current  MASS99 
software  uses  a  linear  equation  in  the  form  of  "y  =  mx"  to  convert  raw  MA31 
scores  to  equivalent  DVI240  scores.  This  form  of  linear  equation  does  not  allow 
for  a  y-intercept  and  is  known  as  "forcing  the  regression  through  the  zero  point". 
The  regressions  performed  in  this  report  on  the  final  AZ  study  dataset  were  all 
forced  through  the  zero  point  to  accommodate  the  limitations  of  the  existing 
conversion  factor  equation.  A  regression  equation  that  includes  a  y-intercept  (y  = 
mx  +  b)  is  normally  the  more  accurate  form  for  a  simple  linear  regression.  The 
efficacy  (in  terms  of  increasing  conversion  accuracy)  and  costy  of  adding  a  y- 
intercept  to  the  conversion  factor  equation  in  the  MASS99  software  should  be 
investigated. 

Massachusetts  IM240  Test  Lane  -  In  2003,  DEP  will  be  installing  an  IM240  test 
lane  at  MassBay  Community  Technical  College  using  equipment  donated  by 
Rhode  Island's  Department  of  Environmental  Management.  The  SPX  MASS99 
system  used  in  the  AZ  study  test  lane  will  also  be  set  up.  This  facility  will  allow 
for  side-by-side  IM240  and  MA31  tests  so  that  results  from  the  study  can  be 
verified. 
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APPENDIX  A: 

EM  Program  Cutpoints 


i    Vehicle 

Model  Year 
Groups 

EPA  IM240  Start-Up  * 

EPA  IM240  Final 

1      Type 

HC 

2.0 

CO 

NOx 

HC 

CO 

NOx 

ILDGV 

84-90 

30 

3.0 

0.8 

15 

2.0 

91-95 

1.2           20 

2.5 

0.8 

15 

2.0 

J 

96+ 

0.8 

15 

2.0 

0.6 

10 

1.5 

LDGT1 

84-87 

3.2 

80 

7.0 

1.6 

40           4.5 

■ 

88-90 

3.2 

80 

3.5 

1.6 

40           2.5 

91-95 

2.4 

60 

3.0 

1.6 

40 

2.5 

96+  (>3750  LVW) 

1.0 

20 

2.5 

0.8 

13 

1.8 

96+  (<3750  LVW) 

0.8 

15 

2.0 

0.6 

10 

1.5 

LDGT2 

84-87 

3.2 

80 

7.0 

1.6 

40 

4.5 

88-90 

3.2 

80 

5.0 

1.6 

40 

3.5 

91-95 

2.4 

60 

4.5 

1.6 

40 

3.5 

96+  (>3750  LVW) 

2.4 

60 

4.0 

0.8 

15 

2.0 

96+  (<3750  LVW) 

1.0 

20 

2.5 

0.8 

13 

1.8 

*  The  Massachusetts  MA3 1  cutpoints  points  =  EPA  IM240  Start-Up  cutpoints 
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Massachusetts  Correlation  Study: 
Documentation  of  IM240/MA31  Emission  Correlations 


This  brief  report  documents  the  results  of  an  analysis  conducted  to  determine  the  relationship 
between  emission  scores  on  the  IM240  short  test  and  those  on  the  MA3 1  test.  The  statistical 
relationships  are  termed  emission  "correlations"  in  this  report,  as  a  matter  of  shorthand,  although 
they  are  stated  in  the  form  of  regression  equations,  and  not  correlation  coefficients. 

The  statistical  relationships,  or  emission  correlations,  can  be  used  to  estimate  MA31  scores  from 
EM240  scores.  A  primary  application  of  the  correlations  will  be  in  a  Monte  Carlo  simulation  of 
MA31  test  data,  in  which  the  distribution  of  MA31  scores  will  be  estimated  as  a  function  of  the 
IM240  test  result.  Therefore,  a  thorough  residuals1  analysis  was  conducted,  both  to  validate  the 
usual  assumptions  of  regression  analysis  and  to  develop  recommendations  for  the  modeling  of 
residuals. 

Methodology 

The  emissions  data  used  here  originates  from  a  testing  program  conducted  in  Arizona,  in  which  a 
sample  of  passenger  cars  and  light  trucks  has  been  subjected  to  LM240  and  MA31  tests.  Higher 
emission  vehicles  are  intentionally  over-represented  in  the  data  in  a  effort  to  improve  the  density 
of  information  at  higher  emission  levels.  The  dataset  consists  of  a  total  of  612  vehicles, 
including  326  passenger  cars  and  286  light  duty  trucks.  The  analysis  was  conducted  separately 
for  cars  and  light  trucks. 

Emissions  data  typically  display  a  right-skewed  distribution  of  values,  as  is  commonly 
encountered  whenever  the  physical  measurement  must  be  a  non-negative  value.  The 
distributions  for  DV1240  and  MA31  emissions  are  approximately  log-normal  -  i.e.,  normally 


1  Residuals  are  defined  in  this  study  as  the  predicted  value  minus  the  observed  value; 
positive  residuals  indicate  that  the  emissions  correlation  over-predicts  actual  emissions. 
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distributed  when  transformed  to  logarithms  -  although  the  data  exhibit  some  degree  of 
asymmetry  and  tend  to  over-populate  the  tails  of  the  distribution  compared  to  what  is  expected  in 
the  log-normal  distribution.  These  features  are  common  in  real  data  and  mean,  merely,  that  any 
statistical  distribution  will  be  an  approximation  to  reality. 

Regression  analysis  is  based  on  the  assumption  that  the  residuals  to  the  regression  are  normally 
distributed  and  independent  of  the  explanatory  variables.  If  this  assumption  is  valid,  then  the 
coefficients  estimated  by  ordinary  least  squares  (OLS)  will  be  unbiased  with  respect  to  the 
population  (or  "true")  values.  If  the  residuals  are  significantly  skewed  compared  to  the  normal 
distribution,  the  coefficient  estimates  will  deviate  from  the  population  values,  in  the  same 
conceptual  sense  that  the  mean  value  of  right-skewed  data  will  be  greater  than  the  median  (or 
most-likely)  value.  If  the  residuals  are  not  independent  of  the  explanatory  variables  -  i.e.,  if  they 
increase  or  decrease  in  average  size  as  one  moves  across  the  range  of  one  or  more  explanatory 
variable  -  then  there  is  some  degree  of  mis-fit  in  the  model.  If  the  dispersion  varies 
systematically,  the  coefficient  estimates  will  be  distorted  as  the  regression  gives  disproportional 
weight  to  the  range(s)  of  the  data  where  the  residuals  tend  to  be  the  greatest. 

It  is  always  useful  to  test  the  residuals  for  normality  and  independence,  although  it  is  seldom 
possible  to  achieve  complete  conformance  with  the  key  assumptions  made  in  regression  analysis. 
These  considerations  are  of  increased  importance  in  this  study,  because  the  Monte  Carlo 
simulations  in  which  the  results  will  be  used  depend  on  both  the  expected  value  for  MA3 1  scores 
(the  regression  predictions)  and  the  random  distribution  of  values  (the  residuals). 

A  log-log  formulation  (natural  logarithms)  was  selected  for  the  regression  equations  after 
considering  several  alternatives,  and  this  formulation  was  found  to  fit  the  data  relatively  well  in 
terms  of  both  the  overall  trends  in  the  data  and  the  characteristics  of  the  residuals.  The  general 
form  of  the  regression  model  is  the  following: 

log(  MA31, )  =  A  +  B*log(  IM240, )  +  C*log(  IM240j  )  (1) 

where  i  is  the  pollutant  in  question  and  j  is  another  pollutant.  This  equation  is  mathematically 
equivalent  to: 

MA3  li  =  exp(A)  *  ( IM240,  )B  *  ( IM240J  )c  (2) 

The  B  coefficients  are  all  less  than  1.00,  with  values  ranging  from  0.75  to  0.99.  The  overall 
shape  of  the  emission  correlation  is  that  MA31  scores  increase  with  EM240  scores,  but  at  a 
slower  rate  as  the  EM240  score  increases.  The  C  coefficients  range  from  0.05  to  0.23  and 
introduce  an  adjustment  to  the  overall  trend. 

As  an  example,  the  passenger  car  model  for  HC  is  a  function  of  IM240  scores  for  HC  and  NOx. 
The  "same  pollutant"  term  of  the  equation  dominates  the  prediction  of  MA31  scores,  while  the 
"other  pollutant"  part  provides  a  small,  but  statistically  significant  adjustment  to  the  prediction 
that  accounts  for  cross-correlations  among  the  pollutants.  Among  the  six  different  regressions 
models  developed  (HC,  CO,  and  NOx,  separately  for  cars  and  light  trucks),  four  of  the  models 
involve  a  second  pollutant,  while  two  of  the  models  involve  only  the  same  pollutant  term.  Three 
pollutant  models  were  considered,  but  in  no  case  were  all  terms  statistically  significant. 


The  process  of  the  analysis  was  the  following: 

Estimate  regression  equations  for  each  of  the  six  groups,  selecting  the  best  one  or  two 
pollutant  model  having  coefficients  that  are  statistically  significant  at  the  0.05  level. 
Data  points  with  zero  values  for  the  pollutant  terms  involved  were  necessarily  deleted 
from  the  sample  used  to  estimate  each  log-log  equation. 

Formulate  a  chi  test  for  normality  of  the  residuals.  The  residuals  were  binned  into  1 0 
groups  such  that  the  bins  would  be  equally  populated  if  the  residuals  were  normally 
distributed.  The  actual  distribution  of  residuals  was  tested  against  this  expected 
distribution  using  a  conventional  chi  test.  The  deviations  from  normality  were,  in  all  of 
the  final  models,  found  to  be  not  so  large  that  they  were  unlikely  to  occur  by  chance. 

The  parameters  of  a  normal  distribution  were  fit  to  the  residuals.  The  mean  of  this 
distribution  must  be  zero  as  a  mathematical  requirement  of  the  OLS  procedure,  while 
the  standard  deviation  is  non-zero. 

A  test  was  conducted  for  outliers  by  identifying  any  data  point  whose  residual  was 
greater  in  absolute  value  than  4  times  the  residual  standard  deviation.  A  deviation 
greater  than  4-sigma  (plus  or  minus)  will  occur  by  chance  in  approximately  1  in  1500 
cases,  and  points  found  to  lie  in  this  range  are  highly  likely  to  represent  erroneous  data. 
Outliers  were  deleted  and  the  regression  equations  re-estimated  until  no  further  outliers 
were  identified. 

The  residuals  of  the  final  models  were  then  examined  for  evidence  of  a  systematic  trend 
with  the  same-pollutant  IM240  score  (the  dominant  explanatory  variable).  A  smoothing 
process  was  applied  to  the  residuals  data  to  reduce  the  degree  of  random  variation  and 
to  better  reveal  any  systematic  trend.  The  residuals  were  first  sorted  in  increasing  order 
of  IM240  scores.  An  1 1 -point  running  average  window  was  passed  across  the  sorted 
data,  with  the  calculated  average  associated  with  the  IM240  score  for  the  mid-point  of 
the  window.  The  smoothed  residuals  data  were  then  plotted  against  IM240  and 
examined  visually  for  evidence  of  any  systematic  trend.  Some  evidence  of  systematic 
variation  was  seen  in  3  of  the  six  regression  groups.  These  instances  are  discussed 
further  in  the  section  on  modeling  the  residual  distributions. 

Emission  Correlation  Results 

The  results  of  the  emission  correlation  analysis  are  summarized  in  Table  1.  Using  the  CO 
correlation  results  for  passenger  cars  as  an  example,  we  see  that  a  total  of  3 1 5  data  point  had 
non-zero  emission  scores  for  the  pollutants  involved  -  in  this  case,  MA3 1  CO  and  IM240  CO. 
Three  data  points  were  deleted  as  outliers,  leaving  312  points  for  estimating  the  correlation 
equation.  The  equation  involved  CO  240  as  the  explanatory  value,  with  a  coefficient  of  0.9363, 
and  achieved  an  R  statistic  of  0.699  in  log-space.  The  chi  test  for  normality  of  the  residuals 
indicated  that  the  departures  from  strict  normality  could  occur  by  random  chance  in  15.5  percent 
of  samples.  Therefore,  we  cannot  reject  the  hypothesis  that  the  residuals  are  normally 
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distributed.  The  standard  deviation  of  the  residuals  was  0.8928,  as  measured  in  log-space.  The 
residuals  data  displayed  a  systematic  deviation  at  low  and  high  ends  of  the  IM240  range. 


Table  1:  Summary  of  Emission  Correlation  Results 

Passenger  Cars 

Light  Duty  Trucks 

HC 

Sample  Size 

322 

Sample  Size 

282 

Outliers  deleted 

4 

Outliers  deleted 

3 

N 

318 

N 

279 

Regression 

Regression 

R? 

0.707 

0.740 

Intercept  (t-value) 

-0.2571  (4.24) 

Intercept  (t-value) 

-0.1440(3.11) 

HC  240  (t-value) 

0.8618(27.6) 

HC  240  (t-value) 

0.8248(28.1) 

Residuals 

Residuals 

Normality 

Normality 

(prob>chi2) 

.077 

(prob>chi") 

.1433 

Standard  Deviation 

0.7966 

Standard  Deviation 

0.7169 

Systematic  Trend 

none 

Systematic  Trend 

low 

CO 

Sample  Size 

315 

Sample  Size 

275 

Outliers  deleted 

3 

Outliers  deleted 

4 

N 

312 

N 

271 

Regression 

Regression 

R? 

0.699 

0.756 

Intercept  (t-value) 

-0.1770(2.37) 

Intercept  (t-value) 

-0.2684  (3.09) 

CO  240  (t-value) 

0.9363  (26.8) 

CO  240  (t-value) 

0.9930  (28.9) 

Residuals 

Residuals 

Normality 

Normality 

(prob>chi2) 

0.155 

(prob>chi") 

0.149 

Standard  Deviation 

0.8928 

Standard  Deviation 

0.7424 

Systematic  Trend 

low/high 

Systematic  Trend 

low 

NOx 

Sample  Size 

325 

Sample  Size 

286 

Outliers  deleted 

5 

Outliers  deleted 

6 

N 

320 

N 

280 

Regression 

Regression 

R" 

0.777 

R? 

0.759 

Intercept  (t-value) 

-0.1038  (3.93) 
0.8929  (33.3) 

Intercept  (t-value) 

-0.1846(5.67) 

NOx  240  (t-value) 

NOx  240  (t-value) 

0.9331  (29.6) 

Residuals 

Residuals 

Normality 

Normality 

(prob>chi2) 

0.155 

(prob>chr) 

0.105 

Standard  Deviation 

0.4712 

Standard  Deviation 

0.4698 

Systematic  Trend 

low 

Systematic  Trend 

none 

Notes:   1.  Regression  coefficients  are  for  (natural)  log-log  model. 

2.  Residuals  standard  deviation  is  in  unit  of  natural  log. 

3.  Systematic  trend  for  residuals  is  with  respect  to  IM240  scores  for  the  pollutan 

t.  The  IM240  range(s) 

displaying  apparent  deviations  from  mean=zero  are  indicated  by  codes:  low,  mid,  or  hig] 

i. 
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Modeling  Residual  Distributions 

The  apparent  extent  of  systematic  behavior  found  in  the  residuals  is  generally  small  to  modest. 
To  the  extent  it  exists,  the  systematic  behavior  will  lead  to  under-  or  over-prediction  of  MA31 
emissions  in  some  ranges  of  EM240  scores.  In  three  cases  (passenger  car  CO  and  NOx  and  light 
truck  CO),  systematic  behavior  occurs  at  the  low  end  of  the  IM240  range,  where  predicted 
MA31  scores  are  also  small  and  the  effect  of  biases  will  be  greatly  reduced.  For  example,  the 
low  range  for  passenger  car  CO  (IM240  score  <  1 .4  gm/mi)  exhibits  a  mean  log  residual  of 
+0.07,  which  is  equivalent  to  an  average  bias  of +7  percent.  This  range  has  predicted  MA31 
scores  of  typically  0.5  gm/mi  or  less;  the  corresponding  observed  MA31  would  tend  to  be 
smaller  still.  Effects  of  this  direction  and  size  will  probably  have  little  impact  on  studies  of 
short-test  failure  rates. 

Systematic  behavior  also  exists  at  the  high  end  of  the  IM240  range  for  passenger  car  CO.  Here, 
for  IM240  scores  in  excess  of  19  gm/mi,  the  emissions  correlations  can  under-predict  MA31  CO 
by  as  much  as  20  to  30  percent.  Because  observed  MA31  emissions  would  be  higher  than 
predicted,  these  biases  also  will  have  little  or  no  effect  on  studies  of  short-test  failure  rates. 

In  general,  the  presence  of  systematic  residuals  in  some  instances  is  likely  to  have  little  or  no 
effect  on  the  intended  uses  for  these  correlations.  It  should  be  appropriate  for  many  purposes  to 
model  the  residuals  on  a  pooled  basis  as  a  normal  distribution  with  mean  zero  and  standard 
deviation  as  shown  in  the  table. 

Greater  precautions  against  the  possibility  of  systematic  behavior  can  be  taken  by  modeling  the 
residuals  separately  in  three  ranges  (low,  middle,  and  high)  for  each  group,  as  shown  in  Table  2. 
Sub-populations  have  been  defined  as  follows: 

Low  range  =  lowest  l/7th  of  the  IM240  scores 
Middle  range  =  middle  5/7ths  of  the  IM240  scores 
High  range  =  highest  l/7th  of  the  EVI240  scores 

These  generic  criteria  are  based  on  the  three  cases  where  systematic  behavior  in  residuals  was 
observed  (passenger  car  CO  and  NOx  and  light  truck  CO).  The  means  and  standard  deviations 
(log-space)  are  then  calculated  for  the  residuals  in  each  sub-population  and  tabulated  in  the  table. 

Using  passenger  car  CO  as  an  example,  cars  with  IM240  CO  below  1.370  gm/mi  would  be 
identified  as  the  low-range  sub-population  and  assigned  residuals  drawn  from  the  population 
N(0.0718,  1.1595).  Cars  with  IM240  CO  above  19.12  gm/mi  would  be  identified  as  the  high- 
range  sub-population  and  assigned  residuals  from  the  population  N(0.0250,  0.7613).  One  can 
see  that  there  is  a  tendency  for  the  residuals  standard  deviation  to  decrease  as  one  goes  from  the 
low  to  high  sub-populations.  This  suggests  the  accuracy  with  which  the  distribution  of  emission 
values  can  be  simulated  will  be  improved  by  dividing  the  data  into  the  three  sub-populations. 
This  may  have  little  effect,  however,  on  the  overall  results,  if  the  most  important  range  of  the 
data  is  in  the  middle. 


Table  2:  Parameters  for  Modeling  Residual  Distributions 

Passenger  Cars 

Light  Duty  Trucks 

gm/mile 

Mean  Log 

StdDev  Log 

gm/mile 

Mean  Log 

StdDev  Log 

HC 

All 

0.0000 

0.7966 

All 

0.0000 

0.7169 

<  0.060 

0.1356 

1.2377 

<  0.097 

-0.0024 

1.1334 

Middle 

-0.0482 

0.7163 

Middle 

0.0080 

0.6636 

>  1.255 

0.1085 

0.5913 

>  2.680 

-0.0152 

0.3739 

CO 

All 

0.0000 

0.8928 

All 

0.0000 

0.7424 

<  1.370 

0.0610 

1.1887 

<  2.457 

0.1932 

1.1877 

Middle 

-0.0143 

0.8468 

Middle 

-0.0779 

0.6381 

>  19.12 

0.0096 

0.7835 

>  31.87 

0.1922 

0.5836 

NOx 

All 

0.0000 

0.4712 

All 

0.0000 

0.4698 

<  0.406 

-0.0084 

0.7996 

<  0.670 

0.0329 

0.7157 

Middle 

0.0062 

0.3989 

Middle 

-0.0040 

0.4183 

>  2.657 

-0.0224 

0.3621 

>  3.915 

-0.0131 

0.4159 

APPENDIX  C: 

Monte  Carlo  Simulation  for  predicting  MA31  scores  from  IM240  scores 
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APPENDIX  D: 

Mileage  Accumulation  Rates  from  EPA  MOBILE  6.2  Users  Guide 


Vehicle  Age 

(years) 

Mileage  Accumulation  Rates 

(miles  per  year) 

Passenger  Cars 

(LDGV) 

Trucks 

(LDGT1.LDGT2) 

1 

14,910 

19,496 

2 

14,174 

18,384 

3 

13,475 

17,308 

4 

12,810 

16,267 

5 

12,178 

15,260 

6 

11,577 

■  14,289 

7 

11,006 

13,352 

8 

10,463 

12,451 

9 

9,947 

11,584 

10 

9,456 

10,752 

11 

8,989 

9,955 

12 

8,546 

9,194 

13 

8,124 

8,467 

14 

7.723 

7,775 

15 

7.342 

7,118 

16 

6,980 

6,496 

17 

6,636 

5,909 

18 

6,308 

5,356 

19 

5,997 

4,839 

20 

5,701 

4,357 

21 

5,420 

3,909 

22 

5,152 

3,497 

23 

4,898 

3,120 

24 

4,656 

2,777 

25 

4,427 

2,470 

APPENDIX  E: 

MAI 47  to  IM240  Regressions 
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APPENDIX  F: 

Monte  Carlo  Simulation  for  predicting  MA  147  scores  from  IM240  scores 


Predicted  vs.  Actual  IM147  Emissions 
612  Vehicle  AZ  Dataset  w/  Monte  Carlo  Simulation 
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